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l. PLACE STRIPED DRUMS AT PHASE I LOCATION, MAINTAINING ONE 6330 mm
TRAVEL LLANES ON BRIDGE.
2. REMOVE PARTS OF EXISTING BRIDGE, BUILD PHASE I ACCORDING TO THE PLANS.
3. RELOCATE STRIPED DRUMS TO PHASE II LOCATION, MAINTAINING ONE 4030 mm
TRAVEL LANE ON BRIDGE.
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SECTION A-A THRU EDGE BEAM @ BENT 2 N GEORGIA
> DEPARTMENT OF TRANSPORTATION
NOTES: EXISTING DECK, AND CURB REINFORCEMENT TO REMAIN. REINFORCING STEEL = PRECONSTRUCTION DIVISION-OFFICE OF MAINTENANCE
DAMAGED BY CONTRACTOR SHALL BE REPLACED AT NO COST TO THE DEPARTMENT.
® PORTION OF DECK,CURB, EDGE BEAM AND BACKWALL TO BE REMOVED AND REPLACED AS SHOWN. SUPERSTRUCTURE DETAIL & CONST. SEQ.
®® REQUIRED VERTICAL 25 mm SAW CUT. CARE SHALL BE EXERCISED SO . JOINT & EDGE BEAM REPLACEMENT ON
THAT THE EXISTING REINFORCING STEEL IS NOT DAMAGED. 5 NBL S.R. 4'0 OVER VALLEY BROOK ROAD
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