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NOTES:

h ALL STANDARD HIGHWAY SIGNS SHALL BE FABRICATED AND ERECTED IN
- ACCORDANCE WITH THE DETAILS SHOWN IN THE PLANS, THE MANUAL ON
UNIFORM TRAFFIC CONTROL DEVICES, CURRENT EDITION, AND THE GEORGIA
SPECIFICATIONS, SUPPLEMENTAL SPECIFICATIONS, AND/OR SPECIAL PROVIONS.

125 : 2. ALL STANDARD HIGHWAY SIGNS SHALL BE ERECTED AT A HEIGHT OF 7 FEET

PRERPARE [zl

ABOVE THE NORMAL EDGE OF PAVEMENT TO THE BOTTOM OF THE SIGN
| OR ASSEMBLY.
l | w 6D » P - ) ' 3. HORIZONTAL CLEARANCE FOR STANDARD HIGHWAY SIGNS ON RAMP SHALL BE _
| 1‘ 75" 2 FEET FROM THE NORMAL EDGE OF PAVED SHOULDER, OR EDGE OF GRADED
_ — R B SHOULDER WHEN PRESENT.

4. HORIZONTAL CLEARANCE FOR STANDARD HIGHWAY SIGNS MOUNTED BEHMIND
GUARD RAIL SHALL BE 6 FEET FROM THE FACE OF THE GUARD RAIL TO THE
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-2, 25" —————i NEARER EDGE OF THE SIGN(S),
) 5 TYPE il (ENCAPSULATED LENS}REFLECTIVE SHEETING SHALL BE USED FOR ALL SIGNS.
ADVANCE WARNING FLASHER | L 187 - 6. TYPE 7 POSTS SHALL BE USED TO SUPPORT ALL SIGNS.
DOUBLE-STRoKS e N | | comeron w4 neesrep oy mie ooTacr rrric oserarons
VELLOW oD LETTERS RAMP METER ENFORCEMENT DEVICE OR AR CONTRARY 10 T4 PLANS
TO BE MOUNTED ON BACK OF ONE SIGNAL
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