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SR 92 Profile Grade
TYPICAL LEFT TURN LANE SECTION
= |IN SUPERELEVATION SECTIONS THE LEFT TURN LANE’S
CROSS SLOPE MATCHES THE ADJACENT TRAVEL LANE
\\_____ HANDRAIL (GA 903IR)
RETAINING WALL
SPECIAL DESIGN
. —
*—_'T
I 12’-0"
I SHOULDER

RETAINING WALL DETA

SEE GDOT DETAIL D-49 FOR CONSTRUCTION METHODOLOGY
FOR DITCH BACK OF RETAINING WALL SWALE DITCHES

REQUIRED PAVEMENT

RECYCLED

RECYCLED
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RECYCLED ASPH CONC 2.
RECYCLED ASPH CONC 2.
ASPH CONC 19

RECYCLED ASPH CONC 25
RECYCLED ASPH CONC 25
ASPH CONC 25
RECYCLED ASPH CONC 25

GRADED AGGREGATE BASE
GRADED AGGREGATE BASE

RECYCLED ASPHALTIC CONCRETE LEVELING,
8"X30" CONC. CURB & GUTTER, GA. STD. 9032 B. TYPE 2
8"X30" CONC. CURB & GUTTER, GA. STD. 9032 B. TYPE 7
CONCRETE INTEGRAL MEDI! AN,
ASPHALT PEDESTRIAN TRAIL
4"CONC. SIDEWALK, GA. DETAIL A-3
PAVEMENT REINFORCING FABRIC MATERIAL (SEE DETAIL ON SHEET 5-006)

STAMPED CONCRETE, 4- (SEE DETAIL ON SHEET 5-007)

CRS, 12",
CRS, 6°,

7.5"

THK. ,

5 mm SUPERPAVE, GP 2 ONLY,
5 mm SUPERPAVE, GP 2 ONLY,
mm SUPERPAVE,
mm SUPERPAVE,
mm SUPERPAVE,
mm SUPERPAVE,
mm SUPERPAVE,

GP! OR 2,
GP! OR 2,
GPIl OR 2,
GPI OR 2,
GPIl OR 2,
INCL MATL
INCL MATL

INCL BITUM MATL AND H LIME (AS REQ’D)

LENGTH SHALL BE SET TO AVOID CREATING A FLAT GUTTER GRADE
ON LOW SI/DE AND TO AVOID FLAT CROSS SLOPES AT OR NEAR THE
LOW POINT OF VERTICAL CURVES.

D. POSITIONING OF SUPERELEVATION TRANSITION LENGTH ON SIMPLE CURVES
50% OF TRANSITION INSIDE CURVE - MAXIMUM
33% OF TRANSITION INSIDE CURVE - DESIRABLE
20% OF TRANSITION INSIDE CURVE - MINIMUM
NOTE: CROWN WIPE-QUT SHALL BE AT THE SAME RATE AS THE SE TRANSITION.
E. SMOOTHING OF BREAKS IN EDGE PROFILE AT BEGIN AND END OF TRANSITION

SHALL BE ACCOMPLISHED BY VERTICAL CURVE WITH A MINIMUM LENGTH
EQUAL TO THE SPEED DESIGN DIVIDED By 5.

RATE OF
RATE OF
RATE OF
RATE OF
RATE OF

O S. E.
S. E.

RONY
m m m

a SLOPE 6% OR RATE OF S.E. WHICHEVER 1S GREATER

SLOPES AS FOLLOWS:

2% USE 6X
3% USE 5%
4% USE 4%
57 USE 3%
67 USE 2%

INCL BITUM MATL & H LIME (165 LB/SY)
INCL POLYMER-MODIFIED BITUM MATL & H LIME (165 LB/SY)

INCL BITUM MATL & H LIME (220 LB/SY)
INCL BITUM MATL & H LIME (330 LB/SY)
INCL BITUM MATL & H LIME (660 LB/SY)
INCL BITUM MATL & H LIME (770 LB/SY)
INCL BITUM MATL & H LIME (880 LB/SY)

APPLIES TO STA 805+96.00 TO 811+00.00, 821+05.00 TO 822+41.00, 823+67.50 TO 830+79. 00

ALL ASPHALT EDGE TREATMENTS SHOULD REFERENCE CONSTRUCTION DETAIL P-7

APPLIES TO STA 811+00.00 TO 821+05.00, 830+79.00 TO 835+30. 00
E STRICKLAND STREET
APPLIES TO STA 899+65 TO 90/+06. 84, STA 905+0/.00 TO 906+95. 60

X NOTE: LANE WIDTH AT STRICKLAND 1S 11°-0"

X X NOTE: ON BANKHEAD HWY,

PAVED SHOULDER

8°-0" SHOULDER 1S 6% OR S.E. RATE.

PAVED SHOULDER

DATE$$$ TIME$$$|$PRF% P:\1528\1295\WORK NG FILES\DGN\OO6900TYO!. dgn STATE PROJECT NUMBER SHEET NO.| TOTAL SHEETS
$USERS $SPENTABLESS GA | CSSTP-0006-00(900), CSSTP-0006-00(901) 23 1415
STP00-0186-01(011)
(i PAVED SHOULDER PAVED SHOULDER
2'._0" XX 2"1?")K)(
10/ -0" 107 -0" ALLOWABLE RANGES TABLE @
—~ gh > FOR THIS PROJECT. CROSS SLOPES THAT ARE ADJUSTED TO *BEST FIT* 6 -0" |2/ -0" ' VARIES 6 -0" 6'-0" 2'-0
EXISTING PAVEMENT SLOPES ARE SUBJECT TO THE FOLLOWING LIMITS: - e ———————— i >l e
- o < - GRASS SHOULDER TRAVEL LANE 12°-0" TO 24’'-0 GRASS SHOULDER
TRAVEL LANE 2'-0" TRAVEL LANE A NORMAL CRowN XX XX
4°-0 4’-0" 5 10’ -0" SECTION WITH GRADES SECTION WITH GRADES
< < > > 0. 5% OR GREATER LESS THAN 0. 5%
1.50% - MINIMUM I.56% - MINIMUM
2.00% - DESIRABLE 2.00% - DESIRABLE ~—
2.50% - MAXIMUM 3.00% - MAXIMUM 2%
. R G G 4. A
B. SUPERELEVATION RATE 4t ‘ L,'J,' 4”,’:,if_42_42)/gi"/,’ ) */ 25;/,
S.E. RATE SHOWN ON PLANS OR SE RATE EXISTING IN FIELD, ® @)
2'-6" 2'-6" WHICHEVER IS GREATER. o
— o EXISTING ROADWAY-24'-0
C. SUPERELEVATION TRANSITION LENGTH (LENGTH FROM FLAT POINT TO FULL SE)
RATE OF CORRESPONDING DIFFERENCE IN 7_ S _ / 8
CHANGE GRADE BETWEEN PIVOT POINT
AND EDGE OF PAVEMENT
WINIMUM 1:150 0. 67 TANGENT SECTION
DESIRABLE 1:200 0. 50% HW
MAX | MUM 1:300 0. 33% BANKHE AD Y

THE PAVED SHOULDER AND GRASS SHOULDER
WIDTHS ARE 4'-0" EACH, AND THE CROSS-SLOPE OF THE ENTIRETY OF THE

2°-0" XX c 2-0" XX
V: '] 1 2’_0"
- 6 'O - /2/,_0u)K | VARIES 1/ 6,"0" N 6"'0" ]l
GRASS SHOULDER TRAVEL LANE ~11°-0" TO 24°-0" | |GRASS SHOULDER| S
XX YX
SE
4=| /-:/-_,7_:/___/__/-___ il Pl A 4,‘/
__J__/__J__L/_J:—L/_J—_L_.L_ (N A—4 /
EXISTING ROADWAY-24"-0"
PAVED SHOULDER SUPERELEVATED SECTION
2°-0" XX Q
67-0" |\ VARIES B VARIES | 12°-0"
GRASS SHOULDER 6’-2" T0 12°-0" 12°-0" TO 64°-10" SHOULDER
XX 270"

EXISTING ROADWAY-24'-0"

1S5-20
TANGENT SECTION
BANKHEAD HWY

E STRICKLAND STREET
APPLIES TO STA 901+06.84 TO 903+77.50 (NO SIDEWALK)

(SEE PLAN SHEETS 14-013 AND 14-014 FOR PGL SHIFT
OFFSET DISTANCE BETWEEN STA. 82/+00 AND 830+00)
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