STATE PROJECT NUMBER SHEET TOTAL
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GA. |BRMLB-9004-00t008) 478 | 701 |
BRIDGE CONSISTS OF GENERAL NOTES |
|- 164’ -9" STEEL THROUGH PLATE GIRDER SPAN --------—--mooon SPECIAL DESIGN SPECIFICATIONS - GEORGIA  STANDARD  SPECIFICATIONS, 2001 EDITION, AND 2008 3 ‘
‘ SPECLTREANAL SRR cnr AR oo P 45 RN BA o 290D L O PAING o7 CLEMN AN PAINT AL STRUCIURAL STECL S PER SECTION 835 OF TIE GEQRols
2- CONCRETE ABUTMENTS ======--mmmmmm e e e SPECTIAL DESIGN | APPL ICAT IO
REINFORCING STEEL - PLACE AND TIE ALL REINFORCING STEEL IN ACCORDANCE WITH THE
BAR BENDING DETAILS =--=m-=mmmmm e e GA. STD. 3901 (8-69) GEORGIA DOT SPECIFICATIONS. DO NOT WELD REINFORCING STEEL. EXCAVATION - I oS T ExcAvARREN AT
CHAMFER - CHAMFER ALL EXPOSED CONCRETE EDGES %" UNLESS OTHERWISE NOTED. SUBMITTED.
: . — ) | ) S
PROTECTIVE PLATFORMS - PROVIDE PROTECTIVE PLATFORMS AT THIS SITE, SEE SECTION DRAI@égﬁEaY?LE¥HK > Al B?5L5COSTS O 73?§L |
| 510 OF THE GEORGIA DOT SPECIFICATIONS. MAINTAIN A MINIMUM VERTICAL TO DRAINAGE NEuckl®=r r1 U8 |
DESIGN DATA CLEARANCE OF 16" -6" ABOVE SR 3. |
TEMPORARY SHORING - THE CONTRACTOR SHALL PROVIDE TEMPORARY SHORING AS NECESSARY A e Lot ARMATERTAL o pROM T
SPECIFICATIONS ------- AREMA MANUAL FOR RAILWAY ENGINEERING, CURRENT EDITION T 70 CSngﬁfC['éEUTEETgﬁ %OAED 2éT SHEETING OR ?HORIEG FOR gEmgggAgg ng% ééF
(SEISMIC DESIGN PER AREMA, CHAPTER 9) AND B L D ESI A VERTICAL LIVE LOAD SURCHA 190 INCIDENTAL ITEMS - INCLUDE THE COST INCIDENTAL TO THE WORK THAT 1S NOT 5
IN ADDITION TO ACTIVE EARTH PRESSURE. THE SURCHARGE SHALL BE ASSUMED TO SPECIFICALLY COVERED BY THE GEORGIA STANDARD SPECIFICATIONS, SUPPLEMENTAL
COOPERS E-80 LOADING === ====m= === mmmm e DIESEL IMPACT ALLOWED ACT ON_A CONTINUOUS STRIP 8'-6" WIDE. PRESSURE DUE TO SURCHARGE SHALL BE SPECIFICATIONS AND/OR SPECIAL PROVISIONS IN THE OVERALL BID SUBMITTED.
| COMPUTED IN ACCORDANCE WITH THE CURRENT A.R.E.M.A. MANUAL FOR A THIS INCLUDES THE COST OF, WATERPROOFING, JOINT FILLERS, AND OTHER
STRUCTURAL STEEL BEAMS ==== - == m oo e oo o moom oo SERVICE LOAD DESIGN SIRIP LOAD. THE SHORING AT ABUTMENTS | AND 2 SHALL BE DESIGNED BY A INCIDENTAL ITEMS NECESSARY TO COMPLETE THE WORK.
| (A709 GRADE 50 f = 50.000 PSI) REGISTERED PROFESSIONAL ENGINEER LICENSED TO WORK IN THE STATE OF GEORGIA. | ' A
- AT ABUTMENTS | AND 2 AND CALCULATTONS FOB THE1h DEETGN Fon hSPooyAL By Sye
| A N AND 2 AND CALCULATIONS FOR TH N VAL |
§ FUTURE BALLAST ALLOWANCE ----------mmmmm oo oo oo 6 INCHES DEPARTMENT AND GA. N.E. RAILROAD. THE DETAILED DRAWINGS AND CALCULATIONS |
5 CONCRETE : SUBSTRUCTURE CLASS AA-1, & = 4,500 PSI ALL COSTS FOR TEMPORARY SHORING AT ABUTHENTS | aNB S Gnat i seO) s GRINEER:
: : SUBSTRUCTURE ====-=====momcmmmm o A-1, f& = 4, LL ARY AT ABUTMEN AN HA N
3 - | | ' | THE PRICE BID FOR “LUMP SHORING”. | SUMMARY OF QUANTITIES
° REINFORCEMENT STEEL ====-======mmmmmmmmemoemmoo GRADE 60, fy = 60,000 PSI | |
= | | TRAFFIC CONTROLS - SEE ROADWAY PLANS FOR TRAFFIC CONTROLS AND TRAFFIC CONTROL PAY ITEM
Z ~ PAYMENT. | | NUMBER  QUANTITY UNIT PAY ITEM
Q }
= | | ] |
: UTILITIES WAITING PERIOD - NONE REQUIRED. 501-3000 LUMP LS STR STEEL, BR NO - | (725,919)
o PLAN DRIVING OBJECTIVE - SEE SUBSTRUCTURE DETAILS.
z | | T v | | 511-1000 76654 LB BAR REINF STEEL
& - NONE PILING DOWN-DRAG PROTECTION - ALL PILES SHALL BE PROTECTED FROM DOWN-DRAG BY |
£ USING JACKETS OR OTHER APPROVED MATERIALS. 520-1151 1838 LF  PILING IN PLACE, STEEL H, HP 14 X 89
O : .
5 DRIVING DATA PILES - ONE DRIVING DATA PILE SHALL BE REQUIRED AT ABUTMENT I. 520-415| | EA  LOAD TEST, STEEL H, HP 14 X 839 (IF REGD)
®
g ANCHOR BOLTS - PLACE ANCHOR BOLTS IN FORMED 3” DIAMETER X 15" DEEP HOLES AND 522-1000 LUMP LS  SHORING
I GROUT IN_ PLACE AS PER SUB-SECTION 501.3.05.8.3 OF THE GEORGIA DOT |
2 SPECIFICATIONS. STIRRUPS MAY BE SHIFTED SLIGHTLY TO CLEAR ANCHOR BOLT 531-1000 143 SY  DAMPPROOF ING
= CHARPY V-NOTCH TEST - ALL W-BEAMS AND THE BOTTOM FLANGES AND WEBS OF ALL PLATE § | B}
ISP MR LU0 TR eI SRR 09 IR ILe SIEESe g s o0 o e oece sma crertn, sn o )
< - UIREMEN H : _ | _
o " THE CURRENT A.R.E.M.A. SPECIFICATION FOR FABRICATION' AND ERECTION. ©44-1000 LUMP LS DECK DRAIN SYSTEM, BR NO - |
£ IN ADDITION, BOTTOM FLANGES AND WEBS OF PLATE GIRDERS AND END FLOOR BEAMS SHALL
5 | MEET THE REQUIREMENTS FOR FRACTURE CRITICAL MEMBERS.
£ WELDING - ALL _WELDING ON GEORGIA DOT PROJECTS SHALL BE PERFORMED BY CERTIFIED
2 WELDERS THAT HAVE IN THEIR POSSESSION A CURRENT WELDING CERTIFICATION CARD
o} [SSUED BY THE OFFICE OF MATERIALS AND RESEARCH. USE ONLY E70XX (EXCLUDING
= E7014 AND E7024) LOW HYDROGEN ELECTRODES FOR MANUAL SHIELDED METAL ARC
WELDING.
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