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1-MATERIALS: CLASS ’A’ CONCRETE AND 40 STEEL.

2-SEE GA. SPECIFICATIONS FOR BASIS OF PAYMENT AND METHOD NO.    .

GENERAL NOTES:

TEMPORARY BARRIERS

DETAILS OF PRECAST

  MAY BE USED AS AN ALTERNATE.

3-REINFORCEMENT, HAVING AN AREA AT LEAST EQUAL TO REBARS SHOWN,
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PIN CONNECTION

AS SPECIFIED ON THE BOTTOM MAY ALSO BE USED.

ON THE TOP THREADED PORTION AND NUT AND WASHER

AN ALTERNATE CONNECTING PIN WITH A FUSED NUT

CHIEF ENGINEER
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PIN A-307

1 �" DIA.

BY THE CONTRACTOR FOR THE DURATION OF THE BARRIER INSTALLATION.

DOUBLE HEX CONNECTION BOLT. THE BOTTOM NUT & WASHER SHALL BE MAINTAINED

BARRIER SECTIONS SHALL BE CONNECTED TOGETHER WITH THE 1 �" DIA. A-307

NOTE:
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NO SCALE                               AUG., 1995

4-402 @ 8" SP. 4-402 @ 8" SP.

  SECTIONS SHALL BE KEPT TO A MAXIMUM.

4-BARRIERS SHALL BE PLACED SUCH THAT OPENINGS BETWEEN INDIVIDUAL

A-36 WASHER MIN. 3" O.D., 1�" I.D.,�" THICK. 

A-307 DOUBLE HEX CONNECTION BOLT.
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