
TYPICAL SECTIONS

5-004

TRAIL SECTION

NOT TO SCALE

#1  BEGIN TYP 2 SIDE BARRIER, END MSE WALL STA 227+90.00
RECYCLED ASPH CONC 19 MM SUPERPAVE, GP 1 OR 2, INCL BITUM MATL & H LIME (330 LBS/SY)

ASPH CONC 12.5 MM SMA, GP 2 ONLY, INCL BITUM MATL & H LIME (220 LBS/SY) B

F

REQUIRED GUARDRAIL PAVING

   PORTLAND CEMENT CONCRETE, CLASS III, 10"

   GRADED AGGREGATE BASE, 10"

   GA STD. 4948B TYPE 2

   MSE WALL

REQUIRED  PAVEMENT

A

B

C

D

E

NOTE:

ASPHALTIC CONCRETE 19 mm SUPERPAVE - 330 lb/sy

   PCC JOINTS WITH TYPE 2/H BARRIER

#2  ADD •" EXPANSION JOINT & SEAL AT ALL LOCATIONS WHERE 

AS-BUILT
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OFFICE: INNOVATIVE PROGRAM DELIVERY  

S.R. 400/ I-85             

CONNECTOR RAMPS            

           NH000-0085-02(153)          11 480
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3/1/2007

Archer Western
Contractors

Existing Pavement

2:
1

2:1

6'-0" U.N.O.

2:
1

2:1

AS REQUIRED

METAL EDGING

Travel Lane

PAVED SHOULDER

   

 

SUPERELEVATION SLOPE RATE

SLOPE SLOPE

F
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F
 

C
U

R
B T-BEAM GUARDRAIL

SHOULDER DETAIL FOR BUFORD HWY.

SEE PLAN FOR LOCATION

Item Code 500-9999 - Cu. Yds.

CLASS "B" CONCRETE BASE OR PAVEMENT WIDENING

NO SCALE

6" MIN. G.A.B.

Area

Excav.

Width

STA 100+24 TO STA 112+83

8'-0" DECORATIVE FENCE

20'p 20'p

and Type 1  Anchorage

Shoulder Graded for Guardrail

B

F

TRAVEL LANE

EDGE OF

SEE PLAN FOR LOCATION

FOR GUARDRAIL AND ASPHALT SHOULDER

TYPICAL SHOULDER DETAIL AT ASPHALT SECTION 

RUMBLE STRIPS

16" GROUND IN PLACE

  ARE REQUIRED. SEE PLAN FOR SPILLWAY LOCATIONS.

  TYPICAL USE IS FOR EROSION PREVENTION OF HIGH FILL SLOPES WHERE SPILLWAYS 

  ASPHALTIC CONCRETE CURB PER SECTION 436 SHALL BE REQUIRED WHERE SPECIFIED. 

WITHOUT GUARDRAIL

PROJECTION OF FILL SLOPE 

Roadway "A"  + 11'-0"

Shoulder Graded for Type 12 Anchorage

"A" + 5'-6"

To Face of Guardrail

"A" + 2'-0"

"A"

1'-0"

GRASSED SLOPE

4: 1 DESIRABLE

2: 1 MAX

4: 1

STA 226+18.15 TO 230+27.17

I-85 TO SR 400 RAMP

TYPICAL SECTION NO. 8

8'-0"

Rumble Strip

1'-4"

16'-0"

STA 114+31.50 TO STA 124+04

8'-0" DECORATIVE FENCE

STA. 208+87.36 TO 210+30.25

I-85 TO SR 400 RAMP

DECK DRAIN DETAIL

3" X 6"  RECTANGULAR DECK DRAIN

Existing Bridge Deck

Exis
ting

 Sho
ulde

r

A

B

C

D #1E

Rate of S.E.Existing Rate of SE

1'-9"24'-0"

Travel LaneGore

11'-0"

Shoulder

Existing ShoulderExisting Travel Lane - SR 400

1'-0"

0'-0"

to

30'-0"

Varies

6'-0"

2'-6"

2:1  MAXIMUM

CASE 3

Surface Course

5.0' < WIDTH

6" MINIMUM
Class "B" Concrete

5'-0"  FROM c INTERMEDIATE

BENTS. DRAINS MAY BE FORMED.

SPACE AT 10'-0" p BEGINNING

3"

LB SR 400 To I-85 RAMP

SLOPE AS FOLLOWS

SLOPE AS FOLLOWS

S.E.

-8.00

-6.00 +2.00

-6.00

+6.00

+8.00

-8.00

-6.00

-6.00

-2.00+6.00

+8.00

N.C.

-0.00

+0.00

Profile Grade

M-810 AGGREGATE

NON-WOVEN GEOTEXTILE FABRIC

30# POLY AS BOND BREAKER


