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LB BAR REINFORCEMENT STEEL
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SUBSTRUCTURE QUANTITIES
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1'-6"

9-535

STA. 210+12.35
B.F.P.R. BENT 6N

NO SCALE NO SCALE

NO SCALE

592 AT 12"

4-409, OUTSIDE FACE OF BARRIER
4-499, INSIDE FACE OF BARRIER

ELEV. 858.50

ELEV. `Y" - 5.74

 5-411 AT EQ. SPS.

MANUFACTURER'S RECOMMENDATIONS.
IN ACCORDANCE WITH
HILTI  HIT RE 500 OR APPROVED EQUAL 
DRILL AND EMBED 101 1 BARS 24" USING

101 1 AT EA. 1010 4-1010

436 AT EA. 414

513 AT 12", MAX.

12", MAX.
414 AT

TO BE REMOVED

EXISTING WINGWALL

2X7-421

593 AT EA. 592

  AT END BENT.

3.  SEE GA STD. 9037 FOR DRAINAGE DETAILS

  UNLESS OTHERWISE NOTED.

2. MAINTAIN 2" CL. ON ALL REINFORCEMENT

1.  POUR WINGWALL MONOLITHICALLY WITH CAP.

NOTES:

 10"  10"

NOT SHOWN
WINGWALL PILE

84°-52'-32"

3-412

EQUALLY SPACED
22-561, 1 1 EACH FACE

EQUALLY SPACED
34-560, 17 EACH FACE

LAP 1'-3" WITH 414 BARS.
MANUFACTURER'S RECOMMENDATIONS.
IN ACCORDANCE WITH
HILTI  HIT RE 500 OR APPROVED EQUAL 
DRILL AND EMBED 436 BARS 12" USING

ALL 90 SERIES BARS SHALL BE EPOXY COATED.

GEORGIA DOT SPECIFICATIONS.

FULL HIEGHT.  SEE SECTION 530 OF THE 

24" WIDE WATERPROOFING, BACK FACE,

END BENT 6N

560

561

LB EPOXY COATED BAR REINF. STEEL 63

188 480

TIP ELEVATION OF 805 IS ACHIEVED.

RESISTANCE OF 90 TONS AFTER A MINIMUM

ALL PILES SHALL BE DRIVEN TO A DRIVING

ALL PILES SHALL BE STEEL H, HP 12 X 53
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I-85 SOUTHBOUND TO SR 400 NORTHBOUND

SR 400/I-85 CONNECTOR RAMPS OVER LENOX

ROAD AND NORTH FORK PEACHTREE CREEK

1  INCH WHEN PRINTED FULL SIZE
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