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* 84°-41'-05"

  b I-85 TO SR 400 RAMP AT c BENT.

2. * ANGLE MEASURED FROM TANGENT ON

  UNLESS OTHERWISE NOTED.

1. MAINTAIN 2" CL. ON ALL REINFORCEMENT
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LOOKING AHEAD
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 STANDARD SPECIFICATIONS.

 IN ACCORDANCE WITH SECTION 528 OF THE GEORGIA DOT

 NEAR THE WIDENED PORTION OF THE BENT SHALL BE REPAIRED

 THE BENT, ALL CRACKS IN THE NEW AND OLD CONCRETE IN AND

7. AFTER SUPERSTRUCTURE CONSTRUCTION IS COMPLETED ABOVE

 HOSES.  

 FULLY SATURATED FOR THE ENTIRE CURING PERIOD USING SOAKER

 STANDARD SPECIFICATIONS.  CURING BLANKETS SHALL BE KEPT

 ACCORDANCE WITH SECTION 500.3.05.Z.3 OF THE GEORGIA DOT

6. CONCRETE SHALL BE CONTINOUSLY WET CURED FOR 7 DAYS IN

 FOR 12 HOURS MINIMUM PRIOR TO POUR.

 BE PLACED AGAINST (CONSTRUCTION JOINT) SHALL BE KEPT WET

5. PORTIONS OF EXISTING CONCRETE WHERE NEW CONCRETE SHALL

 PLACING FORMWORK.

 SAMPLES ARE FULLY CURED PRIOR TO TYING REINFORCEMENT OR

4. TAKE SAMPLES OF EPOXY FROM EVERY TENTH DOWEL. ENSURE

  AND NEW CONCRETE.

3. EPOXY RESIN ADHESIVE SHALL NOT BE PLACED BETWEEN OLD

   474 - 18"

   670 - 12"

 FOR THE FOLLOWING BARS:

 RECOMMENDATIONS. DOWELLED DEPTHS SHALL BE AS FOLLOWS

 USING HILTI  HIT RE-500 IN ACCORDANCE TO THE MANUFACTURERS

2. DOWEL BARS SHALL BE DRILLED & ADHESIVELY ANCHORED

 TO EXPOSE COARSE AGGREGATE.

 BE PLACED SHALL BE HEAVILY SANDBLASTED OR WATER BLASTED

1. PORTIONS OF EXISTING CONCRETE WHERE NEW CONCRETE SHALL

NOTES:

SEE BRIDGE SHEET 15A FOR NEW DOWEL PIN LOCATION AND  REMEDIAL DETAILS.

REVISED LOCATION OF DOWEL PIN DUE TO AS BUILT BEAM LENGTH.
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