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LB BAR REINFORCEMENT STEEL

ITEM

SUBSTRUCTURE QUANTITIES

CU YD CLASS ‘AA"  CONCRETE

BENT 6N

13.3

1575

PLAN DRIVING OBJECTIVE

= P.G.L.

b I-85 TO SR 400 RAMP

c BRNG.

FORM 3" DIA. X 12" DEEP

HOLE FOR DOWEL BAR

c BM 1c EXISTING BMc EXISTING BM

B.F.P.R.

5’-1�" 4’-10�"
1’-0�"

84°-52’-32"

8" PAVING REST

*

*

2
’-

8
"

1’
-
6
"

1’
-
2
"

10" BACKWALL

1 1’-0�"
CUT LINE

4
’-

0
"

85°-08’-22"

1�"

2’-6"

1’-3"
1’-3"

2
’-

6
"

1’
-
3
"

1’
-
3
"

9"

1’-0"

16
’-

0
"

413 AT EACH CORNER OF PILE BOX

EA. PILE

4-410 OVER

 7-411 AT EQ. SPS.

4’-9�"6’-3"

EXISTING BENT CAP

SECTION B-BSECTION A-A

SECTION C-C

2
’-

0
"

REINFORCEMENT
EXISTING

8"

10
"

6
"

8
"

514
417 AT 18"

DECK IS POURED)
ABOVE CONST. JT. AFTER 
PORTION OF BACKWALL 
REQ’D CONST. JT. (POUR 

10"

414

513

C
C

A

A

B

B

(~849.0)
BOTTOM CAP ELEVATION
MATCH EXISTING

2" CL.

3 SIDES

2" MIN. CL.

4-1010

T
Y

P
.

12
" M

A
T

C
H
 

E
X
IS

T
IN

G

411

1’-6"2’-0"

8"

10
"

6
"

8
"

514
417 AT 18"

DECK IS POURED)
ABOVE CONST. JT. AFTER 
PORTION OF BACKWALL 
REQ’D CONST. JT. (POUR 

10"

414

513

2" CL.

3 SIDES

2" MIN. CL.

4-1010

T
Y

P
.

12
" M

A
T

C
H
 

E
X
IS

T
IN

G

1’-6"2’-0"

410

c BRNG.

1’-6"1’-2"

7" 9"

2"

3" CL.

10" R.

2
’-

8
"

10
"

1’
-
7
"

3"

2" CL., 2 SIDES

1’-0"

CONST. JT.

1’-6"

9-535

STA. 210+12.35
B.F.P.R. BENT 6N

NO SCALE NO SCALE

NO SCALE

592 AT 12"

4-409, OUTSIDE FACE OF BARRIER
4-499, INSIDE FACE OF BARRIER

ELEV. 858.50

ELEV. ‘Y" - 5.74

 5-411 AT EQ. SPS.

MANUFACTURER’S RECOMMENDATIONS.
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I-85 SOUTHBOUND TO SR 400 NORTHBOUND

SR 400/I-85 CONNECTOR RAMPS OVER LENOX
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