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WORK CONSISTS OF

l. REMOVAL OF THE EXISTING CONCRETE DECK TO %" BELOW THE BOTTOM
OF THE TOP MAT OF REINFORCING STEEL AND REPLACEMENT WITH
A NEW CONCRETE OVERLAY SLOPED AT .0208 FT./FT. ALL
EXISTING REINFORCING STEEL SHALL REMAIN IN PLACE.

2. RECONSTRUCT EXISTING CONCRETE MEDIAN BARRIER.

3. RECONSTRUCT EXISTING BACKWALL AT NEW DECK ELEVATION AND
CROSS SLOPE. REPLACE EXISTING JOINTS.

4. INSTALL DECK DRAIN SYSTEM.

5. REMOVE AND REPLACE APPROACH SLABS.
6. EXCAVATE AND REPLACE APPROACH SLAB FILL.

7. REPAIR END BENT SLOPES.

@

LONGITUDINAL SECTION

SUMMARY OF QUANTITIES

®
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'~ P.V.l. STA. [327+00
EL. 566.50

RIGHT BRIDGE

l« P.V.l. STA, [327+50
EL. 565.06

LEFT BRIDGE

GRADE DATA
(FROM EXISTING BRIDGE PLANS)

PAY ITEM QUANTITY

NUMBER I LT. | RT. UNIT
211-1000 1040 1040 CY
449-1620 70 - LF
449-1620 70 - LLF
449-1620 - 70 LF
443- 1620 - 70 LF
500-0100 2137 2137 SY
500-3800 87 7 CY
519-0401 | 758 1758 SY
544-1000 LUMP - LS
544-1000 - LUMP LS

(FOR EXISTING DECK GRADES)

PAY ITEM

BRIDGE EXCAVATION
LOW DENSITY, CLOSED CELL, X-LINKED, ETHYLENE

VINYL ACETATE,

POLYETHYLENE COPOLYMER, NITROGEN BLOWN SEAL; BR NO - | LT, BENT NO |
LOW DENSITY, CLOSED CELL, X-LINKED, ETHYLENE VINYL ACETATE,
POLYETHYLENE COPOLYMER, NITROGEN BLOWN SEAL, BR NO - | LT, BENT NO 4
LOW DENSITY, CLOSED CELL, X-LINKED, ETHYLENE VINYL ACETATE,
POLYETHYLENE COPOLYMER, NITROGEN BLOWN SEAL, BR NO - | RT, BENT NO |
LOW DENSITY, CLOSED CELL, X-LINKED, ETHYLENE VINYL ACETATE,
POLYETHYLENE COPOLYMER, NITROGEN BLOWN SEAL, BR NO - | RT, BENT NO 4

GROOVED CONCRETE

CLASS A CONCRETE, INCL REINF STEEL
CONCRETE OVERLAY, VARB THK - FAST TRACK
DECK DRAIN SYSTEM - BR NO 1 LT (1)
DECK DRAIN SYSTEM - BR NO | RT (11D

STATE PROJECT NUMBER

SHEET
NO.

TOTAL
SHEETS

GA. |NHS-MO00-00t416)

GENERAL NOTES
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SPECIFICATIONS -~ GEORGIA  STANDARD SPECIFICATIONS , 1993 EDITION AND
SUPPLEMENTAL SPECIFICATIONS, AS MODIFIED BY CONTRACT DOCUMENTS.

REINFORCING STEEL - ALL REINFORCING STEEL SHALL BE PLACED AND TIED IN ACCORDANCE
géTgEgn%T$EORGIA DOT SPECIFICATIONS. WELDING OF REINFORCING STEEL WILL NOT
D.

CHAMEE$EB ALL EXPOSED CONCRETE EDGES SHALL BE CHAMFERED % INCH UNLESS OTHERWISE
0 . :

TRAFFIC CONTROLS - SEE SPECIAL PROVISIONS FOR REQUIRED TRAFFIC
TRAFFIC CONTROL PAYMENT.

EXISTING BRIDGE PLANS - PLANS FOR THE EXISTING BRIDGE MAY BE PURCHASED BY
CONTACTING THE PLANS REPRODUCTION OFFICE AT (404) 656-5401. THE ORIGINAL
BRIDGE WAS BUILT UNDER PROJECT NUMBER I-75-2 (313 190 MONROE CO. AND WIDENED
UNDER PROJECT NUMBER IR-75-2 (1338) MONROE CO.

DIMENSIONS AND ELEVATIONS - ALL DIMENSIONS AND ELEVATIONS SHALL BE VERIFIED IN
THE FIELD BY THE CONTRACTOR PRIOR TO ORDERING MATERIALS OR BUILDING FORMS.

EPOXY RESIN ADHESIVE - EPOXY RESIN ADHESIVE TYPE II SHALL BE APPLIED TO ALL
HARDENED CONCRETE SURFACES JUST PRIOR TO POURING THE CONCRETE FOR THE NEXT
STAGE OF CONSTRUCTION, SEE SECTION 886 OF THE GEORGIA DOT SPECIFICATIONS.
g?gTSBSM%ﬁgég ADHESIVE AND ITS APPLICATION SHALL BE INCLUDED IN THE OVERALL

EXISTING REINFORCEMENT - EXISTING REINFORCEMENT TO BE  UTILIZED IN NEW
CONSTRUCTION SHALL BE BENT IN A MANNER TO PROVIDE THE MAXIMUM LAP POSSIBLE
OR AS SHOWN ON THE PLANS. EXISTING REINFORCEMENT SHALL BE THOROUGHLY
CLEANED OF CONCRETE SCALE AND RUST BEFORE BONDING INTO NEW CONSTRUCTION.

GROOVED CONCRETE - THE ENTIRE LENGTH OF THE BRIDGE AND APPROACH SLABS SHALL BE
GROOVED TRANSVERSELY AS PER SUB-SECTION 500.11.C.6.C.(2). OF THE GEORGIA
DOT SPECIFICATIONS.

CONCRETE REMOVAL - SEE SPECIAL PROVISIONS.

CONCRETE OVERLAY - SEE SPECIAL PROVISION - SECTION 5189 -
CONVENTIONAL CONCRETE OVERLAY".

ASPHALT REMOVAL - ASPHALT REMOVAL FROM BRIDGE DECK SHALL BE INCLUDED IN OVERALL
BID SUBMITTED.

EXISTING BRIDGE JOINTS - EXISTING JOINTS SHALL BE CLEANED OF ALL DIRT, REFUSE
AND EXISTING SEALANT.
SPECIAL PROVISION 449,
EXISTING SEALANT AND SEALED USING BOND BREAKER AND SILICONE SEALANT (TYPE D)

1987

CONTROLS AND

“FAST TRACK BRIDGE DECK

PER SUBSECTION 461.03 OF THE GEORGIA DOT SPECIFICATIONS. COST OF SEALING BACKWALL

JOINTS BETWEEN BACKWALLS AND SLAB SHALL BE SEALED PER
OTHER JOINTS SHALL BE CLEANED OF ALL DIRT, REFUSE, AND

AS

JOINTS SHALL BE INCLUDED IN ITEM 448-1620. COST OF SEALING OTHER JOINTS SHALL

SHALL BE INCLUDED IN OVERALL BID SUBMITTED.

INCIDENTAL ITEMS - COST INCIDENTAL TO THE WORK THAT IS NOT SPECIFICALLY COVERED
BY THE GEORGIA STANDARD SPECIFICATIONS, SUPPLEMENTAL SPECIFICATIONS, AND/OR
SPECIAL PROVISIONS SHALL BE INCLUDED IN THE OVERALL BID SUBMITTED. THIS
INCLUDES THE COST OF CLEANING AND BENDING OF EXISTING REINFORCEMENT,
WATERPROOF ING, JOINT FILLERS, AND OTHER INCIDENTAL ITEMS NECESSARY TO
COMPLETE THE WORK.

MEDIAN BARRIER RECONSTRUCTION -MEDIAN BARRIER SHALL BE REMOVED AND RECONSTRUCTED
AT NEW HEIGHT TO MATCH NEW DECK ELEVATION.COST OF REMOVAL AND RECONSTRUCTION
SHALL BE INCLUDED IN PRICE BID FOR ITEM 500-3800, CLASS A CONCRETE. INCL
REINF STEEL. NO SEPARATE PAYMENT WILL BE MADE FOR REINFORCING.

DECK DRAIN SYSTEM - GRATED DECK DRAINS SHALL BE NEENAH R-4007-A6 OR APPROVED
EQUAL. COST OF ALL MATERIALS AND LABOR REQUIRED TO INSTALL DRAINS SHALL BE
INCLUDED IN COST BID FOR ITEM 544-1000, DECK DRAIN SYSTEM. THIS INCLUDES

REMOVAL AND REPLACEMENT OF DECK CONCRETE AND INSTALLATION OF NEW REINFORCING.

APPROACH SLAB - EXISTING APPROACH SLAB SHALL BE REMOVED AND REPLACED IN STAGES
TO MATCH DECK AND ROADWAY CONSTRUCTION. REMOVAL OF EXISTING APPROACH SLAB
SHALL BE INCLUDED IN GRADING COMPLETE, LUMP SUM.

BRIDGE EXCAVATION - ROADWAY FILL IN AREA UNDER EXISTING APPROACH SLABS SHALL BE
REMOVED AND REPLACED IN STAGES. SHORING MAY BE REGUIRED AND SHALL BE
INCLUDED IN OVERALL BID SUBMITTED. REPLACEMENT FILL SHALL BE APPROVED AND
SHALL BE CONSTRUCTED ACCORDING TO THE GEORGIA STANDARD SPECIFICATIONS. A

DRAINAGE SYSTEM FOR THE END BENT SHALL BE INSTALLED ACCORDING TO GA STD 8037.

COST OF EXCAVATING AND PLACING NEW FILL UNDERNEATH APPROACH SLABS AND
INSTALLAING END BENT DRAINAGE SYSTEM BE INCLUDED IN COST BID FOR ITEM
21 1-1000, BRIDGE EXCAVATION.

FLOWABLE FILL - FLOWABLE FILL SHALL BE PLACED IN ERODED AREAS UNDER END BENT
CAPS. WORK  SHALL BE ACCORDING TO SECTION 600 OF THE SUPPLEMENTAL
SPECIFICATIONS. COST OF FLOWABLE FILL SHALL BE INCLUDED IN COST BID FOR ITEM
21 1-10006, BRIDGE EXCAVATION.

EXISTING BRIDGE SERIAL NO. 207-0051-0
EXISTING BRIDGE ID NO.
PROJECT PI NO.

X031

MOOD4 16

207-00401D-195.26N
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