BEGIN 8" CONTRAST SOLID WHITE LINE
(TIE TO EXISTING)
STA. 16+43. 00

BEGIN 8" CONTRAST SKIP WHITE LINE

(TIE TO EXISTING)
STA. 16+43. 00 o

- O
o

| +
BEGI/N 8" CONTRAST-SOLID YELLOW LINE Q\|
(TIE TO EXISTING)
STA. 16+43. 00

BEGIN BRIDGE NO. 2

STA. 21+97.00

END BRIDGE NO. 2

STA.

23+94, 00

STATE

PROJECT NUMBER

SHEET| TOTAL

NO.

SHEETS

GA.

CSNHS-M002-00(783)

2

70

BEGIN PROJECT CSNHS-M002-00(783)
BEGIN CONSTRUCTION T-75/5R 407
STA. [6+43. 00

NOTE :

TEMPORARY STRIPING SHALL BE USED DURING CONSTRUCTION.
THE COST OF TEMPORARY STRIPING SHALL BE
INCLUDED IN THE COST FOR TRAFFIC CONTROL.

PREFORMED PLASTIC PAVEMENT MARKINGS TO BE USED ON ALL BRIDGES,
APPROACH SLABS, AND PCC PAVEMENT.

BEGIN 8' CONTRAST SINGLE YELLOW LINE

(TIE TO EXISTING)
STA. 24+60. 00

BEGIN 8" CONTRAST SKIP WHITE LINE

(TIE TO EXISTING)
STA. 24+60. 00

BEGIN 8" CONTRAST SOLID WHITE LINE

(TIE TO EXISTING)
STA. 24+60. 00

BRIDGES NO. 2 & 3

28+00

MATCH LINE STA.

SCALE IN FEET

DATE REVISI0ONS DATE REV ISI0ONS
08-25-05 | REV MARKING CALLOUTS - .
Heath & Lineback Engineers
INCORPORATED
12 POWDER SPRINGS STREET, SUITE 246
MARIETTA, GEORGIA 30064
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