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GENERAL NOTES

THE FOLLOWING UTILITY OWNERS HAVE FACILITIES WHICH CONFLICT
WITH CONSTRUCTION ON THIS PROJECT.

A NOTICE OF INTENT IS REQUIRED FOR THIS PROJECT.

2. ALL CONSTRUCTION WILL BE ACCOMPLISHED UNDER TRAFFIC, UNLESS SPECIFIED
OTHERW SE. NAME OF UTILITY SERVICE
3. ALL EXISTING STORM PIPIES ARE TO REMAIN UNLESS OTHERWISE NOTED.
4. ALL DRIVEWAYS THAT ARE TO BE RECONSTRUCTED SHALL BE PLACED IN KIND 1I.E. EFLECTRICAL
ASPHALT FOR ASPHALT, CONCRETE FOR CONCRETE, AND AGGREGATE SURFACE l. GEORGIA POWER (GP)
COURSE FOR DIRT DRIVES. DRIVEWAY RELOCATIONS ARE SHOWN FROM THE BEST
AVAILABLE DATA. THE CONTRACTOR SHALL CONSTRUCT NEW DRIVEWAYS TO MATCH
THE ACTUAL FIELD LOCATION OF EXISTING DRIVEWAYS OR AS LOCATED IN THE PLANS. 2. COMCAST CABLE TV
RESIDENTIAL DRIVES SHALL BE 14 FEET WIDE AT THE THROAT UNLESS NOTED OTHER-
WISE IN THE PLANS. COMMERCIAL DRIVES SHALL BE 24 FEET WIDE UNLESS NOTED
OTHERWISE IN THE PLANS. THE CONTRACTOR SHALL OBTAIN THE APPROVAL FROM 3. BELLSOUTH TELECOMMUNICAT/ONS TELEPHONE
THE ENGI/NEER PRIOR TO MAKING ANY REVISIONS TO LOCATION, WIDTH, AND/OR
NUMBER OF DRIVES TO BE CONSTRUCTED. REQUIRED DRIVEWAY EASEMENTS NOT
HOWN ON THE PLAN HA A I RED. RIV HA NSTRUCT ING :
SHO 0] E PLANS SHALL BE ACQUIRED D ES SHALL BE CONSTRUCTED USING 4 DEKALB COUNTY WATER & SEWER WATER
ASPHALT - ASPH CONC 12. 5mm SUPERPAVE (110 LB/IN-SY)
GRADED AGGREGATE BASE., 6"
CONCRETE - DRIVEWAY CONCRETE. 6° THICK 5. ATLANTA GAS LIGHT COMPANY GAS
5. ALL DRIVEWAYS ARE TO BE PAVED BACK TO THE TIE-IN POINT OR REQUIRED RIGHT OF
WAY, WHICHEVER |S GREATER. DIRT DRIVEWAYS WILL BE PAVED WITH ASPHALT TO THE 6. DEKALE COUNTY TRAFFTC TRAFF/C
R/W LINE AND CONTINUED WITH AGGREGATE SURFACE COURSE TO THE TIE-IN POINT. ENGINEERING
6. ALL ADA WHEELCHAIR RAMPS WITHIN THE RADI| SHALL BE 8 INCH CONCRETE.
ENVIRONMENTAL RESOURCES IMPACT TABLE
NO. COMMITMENT/REQU | REMENT DOCUMENT REPSONSIBLE ESTIMATED PLACED ON |REQUIRES A STATUS
(SEPARATE OUT COMMITMENTS BY PI NO. ) STIPULATED PARTY CcoST PLANS SPECIAL (PRE- AND POST~ CONSTRUCTION-
IN (YES OR NO) P ﬁ gsv OIRSNQ )ON DURING CONSTRUCT10-5 1 GNATURE. REOU1RED |
PRE-CONSTRUCTION COMMITMENTS
Subsurface testing at the gas statlons located 7 7
| |at the southwest and northwest quadrants of Eié?ﬂﬁ?éﬁa' 32;;??0?2 N/A NO NO COMPLETE
the interchange, and the southwest quadrant and
of the intersection of Covington Highway and Research
Redwing Circle will be conducted in accordance N/A
with Standard Specification 107.22 Hazardous
and/or Toxic Waste for Underground Storage Tanks
PI Wa't f the US t pl NIODHHCGH/OD” Lrom OFF ICE OF N/A YES
2 ace Waters o e US on project plans. §2§é3;8465 on PROCRAM DEL IVERY NO COMPLETE
Place Pendley Hills Estates Notification from OFF ICE OF
3 Historic District on project plans. 955/;2/?5P on PROGRAM DEL IVERY N7A YES NO COMPLETE
DURING CONSTRUCTION COMMITMENTS
CONSTRUCTION OR AREA ENGINEER SIGNATURE REQUIRED UPON THE COMPLETION OF ALL DURING CONSTRUCTION COMMITMENTS
NONE
POST CONSTRUCTION COMMITMENTS
NONE
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PIPE CULVERT MATERIAL ALTERNATES

TYPE OF PIPE
INSTALLATION

MmO Z00

CORRUGATED STEEL
AASHTO M-36

CORRU-
GATED
ALUMINUM
AASHTO

M-196

PLASTIC

ALUMINUM
PLAIN
COATED 7INC

(TYPE 2)
CORR.STEEL | COATED

PLAIN
UNCOATED
ALUMINUM

CORR.POLY-
ETHYLENE
AASHTO
M-252

CORR.POLY-
ETHYLENE
SMOOTHED
LINED
AASHTO
M-294
TYPE "S”

POLYVINYL
POLY VINYL | CHLORIDE
CHLORIDE (PVC)
(PVC) PROFILE | cORRUGATED
WALL
SMOOTH
AASHTO

M—304 INTERIOR

ASTM_F-949
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LONGITUDINAL
INTERSTATE AND
TRAVEL BEARING

LONGITUDINAL NON-
INTERSTATE AND NON-
TRAVEL BEARING

Z—=>=x0 AL OO

ADT < 250

250<ADT<
1500

1500< ADT
<15000

ADT >
15000

X< > | <[> >

GRADE
>10%

ADT <250

ADT >250

SIDE DRAIN

PERMANENT SLOPE DRAIN

X | X

PERFORATED
UNDERDRAIN

X | X

X

X

X

X

* This type pipe can be used if the addition of Type "B” coating (AASHTO M-190, half-bituminous coated with paved invert)
is utilized.

NOTES:
1. Allowable materials are indicated by an "X".
2. Structural requirements of storm drain pipe will be in accordance with Georgia Standard 1030-D or 1030-P,
whichever is applicable, and the Standard Specifications.
3. Graded aggregate backfill shall be used in cross drain applications for all plastic pipes (AASHTO M-294, HDPE pipe;
AASHTO M-304, PVC Pipe; ASTM F-949, PVC pipe).
4. The Contractor shall provide additional storm sewer capacity calculations if a pipe material other than concrete is
selected.
5. Pipe used under mechanically stabilized earth (MSE) walls, within MSE wall backfill, or within five feet of an MSE wall
face shall be Class V Concrete Pipe.
6. Project specific pH and Resistivity values are entered into the respective boxes to determine allowable pipe materials.

Rev. 03-22-10

REVISIONS

GEORGIA
DEPARTMENT OF TRANSPORTATION

GENERAL NOTES

PROJECT - CSNHS-M0O02-00(823)
COUNTY - DEKALB

DATE SHEET  4-0I

$DGN$

$DATES




