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Minimum of  1/2 inch (13 mm), but no more than 5/8 inches (16 mm) deep at center. 
3. Alignment 

a. Ensure that the indentation rumble strip does not deviate from the intended alignment by more than 1 inch 
(25 mm) on tangents or curves of 1 degree or less. 

b. Ensure that the indentation rumble strip does not deviate by more than 2 inches (50 mm) on curves 
exceeding 1 degree. 

Excess waste material resulting from the operation may be swept to the grassed shoulder and spread where applicable.  
If an adjacent grassed shoulder is not available, or if directed by the Engineer, remove and dispose of the waste material 
in a manner approved by the Engineer.  

456.3.06 Quality Acceptance 
Ensure that indentation rumble strips are clean-cut and uniform.  Indentation rumble strips that do not appear satisfactory, or 
that do not meet Specifications, will be corrected at the Contractor’s expense. 

The following will be accepted: 

• Sections placed according to the Plans and Specifications 

The Contractor will be relieved of responsibility for maintenance on accepted sections. 

A. Correction of Deviation 

Do the following when correcting a deviation that exceeds the acceptable tolerances stated in Subsection 456.3.05.B. 

1.   Mill and inlay the affected area of a deviation that exceeds the acceptable tolerances. 

2.  Install indentation rumble strips in accordance with the Specifications and plans. 

456.3.07 Contractor Warranty and Maintenance 
General Provisions 101 through 150. 

456.4 Measurement 
Milled indentation rumble strips are measured by the gross linear mile (kilometer).  The Plan quantity is the pay quantity 
unless the Engineer makes authorized changes. No deductions will be made for intersections, ramps, bridges, or skips.  

456.4.01 Limits 
General Provisions 101 through 150. 

456.5 Payment 
Payment will be made at the Contract Unit Price bid per gross linear mile (kilometer). Payment is full compensation for 
furnishing equipment and labor and for satisfactorily performing the work. 

Payment will be made under: 

Item No. 456 Indentation rumble strips—ground in place (continuous) Per gross linear mile (kilometer) 

Item No. 456 Indentation rumble strips—ground in place (skip) Per gross linear mile (kilometer) 

Item No. 456 Indentation edge line rumble strips-ground in place (continuous) Per gross linear mile (kilometer) 

Item No. 456 Indentation centerline rumble strips-ground in place (continuous) Per gross linear mile (kilometer) 

456.5.01 Adjustments 
General Provisions 101 through 150. 




