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! LOCATION OF SPALL TO BE PATCHED LOCATION OF CRACKS TO BE EPOXY PRESSURE INJECTED AND SPALLS TO BE PATCHED
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--------------------------- l. CRACKS SHALL BE EPOXY PRESSURE INJECTED AS PER SECTION 528
OF GEORG!A DOT SPECIFICATIONS. THE COST SHALL BE INCLUDED IN
PAY ITEM 528-EPOXY INJECTION OF CONCRETE CRACKS.
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i | i i | i | | i i i i 3. MAINTAIN 2”CLEARANCE ON ALL REINFORCEMENT UNLESS OTHERWISE NOTED.
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EMBEDMENT OF 6!/5"INTO _PLAN AREREE  SSheERs 2835 BRANDYWINE ROAD
EXISTING CONCRETE. WREERE  ccovouisTs SUITE 400
EXISTING ANCHOR 402 : ; ) ATLANTA, GEORGIA 3034i
BOLTS 70 REMAN O VE PEDESTALS PEDESTAL REPAIR NOTES BEAMS 2 THRU 16 WllburSmlth (770 936 8550
2-404— | ||| TO TOP OF PIER CAP l. JACK BEAMS AT PIER LOCATION AS PER SPECIAL PROVISION 5l8. OBTAIN APPROVAL OF ENGINEER IF JACKING IS GREATER THAN I"
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7777} DENOTES CONCRETE gofv%.s 0 3. CLEAN AND PAINT STEEL BEARING ASSEMBLY.CLEAN ANY EXISTING REINFORCEMENT/ANCHOR BOLT EXPOSED DURING ENGINEERING DIVISION-OFFICE OF BRIDGE DESIGN
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4, PLACE NEW PEDESTAL REINFORCING. MAINTAIN 2"CLEARANCE UNLESS OTHERWISE NOTED. REPAIR DETAIL - BENT 2
N 5. POUR CONCRETE PEDESTAL TO ITS ORIGINAL LIMITS USING TWENTY-FOUR HOUR ACCELERATED STRENGTH CONCRETE IN BRIDGE REHAB ON
i ACCORDANCE WITH SECTION 504 OF THE GEORGIA DOT SPECIFICATIONS. CS 1002 (LEE STREET) OVER SR 402 (-20)
TION %k 6. PER EXISTING PLANS, PEDESTAL HEIGHT IS APPROXIMATELY 10”% CONTRACTOR SHALL VERIFY ELEVATION OF EXISTING PEDESTAL
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PEDESTAL REPLACEMENT DETAIL 7. ANCHOR BOLT NUTS SHALL BE TIGHTENED COMPLETELY AND THEN BACKED OFF ONE QUARTER TURN.SECURE NUTS | ScALE: NO SCALE | APRIL 2010
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