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- SEE PLANS FOR SHOULDER REPLACEMENT LIMITS. j
- SEE STATION TAPER TABLE FOR TRAVEL WAY OVERLAY LIMITS. ]
- SEE GA CONSTRUCTION DETAIL P-7 FOR PAVEMENT EDGE TREATHENT.
MILLED RUMBLE STRIP DETAIL
NOTE: SEE GA CONSTRUCTION DETAIL P-7 FOR PAVEMENT EDGE TREATHMENT.
REQUIRED PAVEMENT
(::j> ASPH CONC 12,5 mm PEM, GP 2 ONLY, INCL POLYMER-MODIFIED BITUM MATL & H LIME (135 LBS/SY)
RECYCLED ASPH CONC 19 MM SUPERPAVE, GP | OR 2, INCL BITUM MATL & H LIME (220 LBS/SY)
(:::> RECYCLED ASPH CONC 25 MM SUPERPAVE, GP | OR 2, INCL BITUM MATL & H LIME (440 LBS/SY)
(:::) GR AGGR BASE CRS, 12 INCH, INCL MATL
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THE PROFILOGRAPH REQUIREMENTS OF SECTION 500. 3. 06.F I N
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FOR STATIONS) /F.PROfOSED DECK FOR STATIONS) DRAINAGE DITCH RECONSTRUCTION DETAIL
WATCH EX/ST/NG-*f \?—TOP OF EXISTING \L—-TOP OF Tor OF EX/ST/NG-—f \—-MATCH EXISTING
ROADWAY ELEVATION APPROACH SLAB EXISTING DECK ﬁzgRgéigwiﬁAB ROADWAY ELEVATION
AND ROADWAY . ' NOTE: CLEAN EXISTING DITCHES UNDER BRIDGE. LEVEL
LONG I TUDINAL SECT/ON CHANNEL AND GRADE TO DRAIN. COST SHALL BE
(ROADWAY TRANSTTTON DETAIL) ~[ATION TAPER TABLE INCLUDED IN PRICE BID UNDER GRADING COMPLETE.
[T BRIDGE | BEGIN TAPER STA 1685762
END TAPER STA [689+45
NOTE: SEE BRIDGE PLANS FOR ADDITIONAL HYDRO-DEMOLITION DETAILS,
INCLUDING TRANSVERSE LIMITS AND TAPERS. AL_ORIOGE ?ﬁg’yAﬁéﬁfgrirfeég§?;27
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