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1" = 5’ VERTICAL

1" = 20’ HORIZONTAL

SCALE

247+50.00 248+00.00 248+50.00 249+00.00 249+50.00 250+00.00

785.00

790.00

795.00

800.00

805.00

36" SD @ 1.00%

50 LF

36" SD @ 1.00%

50 LF

36" SD @ 1.00%

119 LF

36" SD @ 0.50%

75 LF

A-5A

18" SD @ 1.00%

5 LF

805.00

800.00

795.00

790.00

785.00

805.00

800.00

795.00

790.00

785.00

H=8.53’–

FL OUT ELEV. 792.50’–

TOP ELEV. 800.36’–(MATCH EXIST)

GA STD 5001M

DROP INLET TYPE M-1

STA 250+00

(REMOVE EXIST & CONSTRUCT NEW)

A-4

H=8.53’–

FL OUT ELEV. 792.50’–

TOP ELEV. 800.36’–(MATCH EXIST)

GA STD 5001M

DROP INLET TYPE M-1

STA 250+00

(REMOVE EXIST & CONSTRUCT NEW)

A-4A-2

H=6.79’–

FL OUT ELEV. 793.81’–

TOP ELEV. 799.93’–(MATCH EXIST)

GA STD 5001M

DROP INLET TYPE M-1

STA 248+31.88

(REMOVE EXIST & CONSTRUCT NEW)

H=6.66’–

FL OUT ELEV. 794.31’–

TOP ELEV. 800.30’–(MATCH EXIST)

GA STD 5001M

DROP INLET TYPE M-1

STA 247+81.38

(NEW)

H=7.68’–

FL OUT ELEV. 793.31’–

TOP ELEV. 800.32’–(MATCH EXIST)

GA STD 5001M

DROP INLET TYPE M-1

STA 248+81.38

(NEW)

A-3

H=4.17’–

FL OUT ELEV. 798.26’–

TOP ELEV. 801.76’–(MATCH EXIST)

CONST. DETAIL D-33

DROP INLET TYPE V

STA 250+00,85’RT

(NEW)

A-1

(RETAIN)

TO B-1

EXIST 18" SD
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65  

(RETAIN)

FL OUT ELEV. 793.61’–

EXISTING 18"SD

APPROX.

780.00

785.00

790.00

795.00

800.00

805.00 805.00

800.00

795.00

790.00

785.00

780.00

805.00

800.00

795.00

790.00

785.00

780.00

250+00.00 250+50.00 251+00.00248+00.00 248+50.00 249+00.00 249+50.00

A-5

H=11.22’–

FL OUT ELEV. 791.29’–(MATCH EXIST)

A-5A FL IN ELEV. 798.21’–

A-4 FL IN ELEV. 792.13’–

TOP ELEV. 801.84’–(MATCH EXIST)

GA STD 1011-A

MANHOLE

STA 250+00,78’RT

(NEW)

(RETAIN)

18" SD

(RETAIN)

18" SD APPROX. @ 1.00%

FL OUT ELEV. 793.293’–

TOP ELEV. 800.573’–

CONST. DETAIL D-33

EXISTING DROP INLET TYPE V

STA 248+00–

(RETAIN)

A-5B

18" SD @ 1.00%

100 LF

TO STRUCTURE A-6

36" SD @ 1.50%

445 LF

A-7

(NON-OPERATIONAL)

& EXIST 18" SD TO EXISTING OUTFALL

REMAINING STRUCTURE BELOW MIN. HEIGHT

18" SD @ 1.50%

12 LF

H=20.17’–

FL OUT ELEV. 784.62’–

A-5 FL IN ELEV. 784.62’–

A-7 FL IN ELEV. 800.74’–

TOP ELEV. 804.12’–(MATCH EXIST)

CONST. DETAIL D-33

DROP INLET TYPE V

STA 254+45,85’–RT

(REMOVE EXIST & CONSTRUCT NEW)

A-6

FROM STRUCTURE A-5

36" SD @ 1.50%

445 LF

(SEE DWG 22-002)

TO A-8

254+50.00254+00.00

H=9.42’–

FL OUT ELEV. 792.29’– (MATCH EXIST)

TOP ELEV. 801.21’–(MATCH EXIST)

GA STD 1011-A

MANHOLE

STA 249+00, 78’RT

(NEW)

5) THE LOCATION OF A-5B IS APPROXIMATE AND MAY BE ADJUSTED TO MEET FIELD CONDITIONS.

  PAYMENT WILL BE MADE.

  UTILITIES AND OTHER EXISTING FEATURES OPERATIONAL DURING CONSTRUCTION. NO ADDITIONAL

4) THE CONTRACTOR SHALL BE RESPONSIBLE FOR SHORING TO KEEP EXISTING STORM DRAIN SYSTEMS,

3) ALL NEW & RECONSTRUCTED DRAINAGE STRUCTURES SHALL HAVE INVERTS WITH A FULL BENCH.

  NO ADDITIONAL PAYMENT WILL BE MADE.

  COST TO CONNECT EXISTING DRAINAGE PIPES IS INCLUDED IN THE COST OF THE STRUCTURE.

  A-4 AND BETWEEN A-7 AND THE EXISTING OUTFALL IS INCLUDED IN THE COST OF THE 36-INCH PIPE.

2) COST TO MAKE THE EXISTING 18-INCH DRAINAGE SYSTEM NON-OPERATIONAL BETWEEN A-2 AND

  OTHER EXISTING FEATURES TO CONSTRUCT PROPOSED STORM DRAINAGE SYSTEMS.

1) THE CONTRACTOR SHALL VERIFY LOCATION OF EXISTING STORM DRAIN SYSTEMS, UTILITIES AND

NOTES FOR SYSTEM-A:

EXIST 15’ SD

780.00

785.00

790.00

795.00

800.00

805.00

MIN. H=4.17’

FL OUT ELEV. 800.92’–

TOP ELEV. 804.46’–(MATCH EXIST)

CONST. DETAIL D-33

DROP INLET TYPE V

STA 254+56.67,85’–RT

(RECONSTRUCT TO DRAIN TO A-6)

U
S

E
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N
 C

O
N

S
T

R
U

C
T
IO

N

A-5

H=11.22’–

FL OUT ELEV. 791.29’–(MATCH EXIST)

A-5A FL IN ELEV. 798.21’–

A-4 FL IN ELEV. 792.13’–

TOP ELEV. 801.84’–(MATCH EXIST)

GA STD 1011-A

MANHOLE

STA 250+00,78’RT

(NEW)


