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45 EQUALLY SPACED

CONDUIT, FIBERGLASS,
2 IN.ATYP.)

\—CONDUIT DETECTION WIRE

7-#7 EQUALLY SPACED

TYPICAL SECTION AT APPROACH SLAB

#5 AND #7

WITH GA. STANDARD 90ITP - REINFORCED CONCRETE APPROACH SLAB.

BAR REINFORCEMENT SHALL BE IN ACCORDANCE

APPROACH SLAB MATERIALS AND CONSTRUCTION SHALL BE IN
ACCORDANCE WITH SECTION 433 OF THE GDOT SPECIFICATIONS.

COST OF SAW CUTTING, TRENCHING, BAR REPLACEMENT, CONCRETE,
CONDUIT DETECTION WIRE, AND RESTORATION SHALL BE INCLUDED
IN THE OVERALL BID PRICE OF CONDUIT OR CONDUIT DUCT BANK.

CONTRACTOR SHALL MAINTAIN EXISTING EXPANSION JOINT BETWEEN APPROACH
SLAB AND BRIDGE ABUTMENT. IF DAMAGED, COST OF REPLACEMENT SHALL
BE BORNE BY CONTRACTOR. JOINT REPLACEMENT, IF REQUIRED SHALL MATCH
EXISTING JOINT MATERIAL, AND SHALL BE APPROVED BY THE ENGINEER.
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