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STA. 125+45.52 TO STA. 148+12.34
STA. 102+00.00 TO STA. 115+28.30
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** SEE CROSS SECTIONS FOR CROSS SLOPE.

33'-0" TO 80'-0" 27'-0" TO 78'-0"
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GRADED AGGREGATE BASE CRS, INCL MATL, 12 INCH

B

C

D

E

BITUM MATL & H LIME (220 LBS/SY)

RECYCLED ASPH CONC 19 MM SUPERPAVE, GP 1 OR 2, INCL

BITUM MATL & H LIME (660 LBS/SY)

RECYCLED ASPH CONC 25 MM SUPERPAVE, GP 1 OR 2, INCL

BITUM MATL & H LIME (110 LBS/SY)

ASPHALTIC CONCRETE OPEN GRADED CRACK RELIEF INTERLAYER, GP 2 ONLY, INCL

F

G CONC CURB & GUTTER, 8 IN X 30 IN, TP 2

H CONCRETE HEADER CURB, 6 IN, TP 2

I CONC. SLOPE PAV, 4 IN

J PAVEMENT EDGE TREATMENT - SEE GDOT DETAIL P-7

POLYMER-MODIFIED BITUM MATL & H LIME (220  BS/SY)

RECYCLED ASPH CONC 12.5 MM SUPERPAVE, GP 2 ONLY, INCL

6'-0" TO 28'-0" 6'-0" TO 28'-0"

MILL ASPH CONC. PVMT, VARIABLE DEPTH
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STA. 111+23, AND FROM STA. 140+54 TO STA. 148+12.
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FOR LOCATIONS. 

IS BEING CONSTRUCTED OR OVERLAYED.  SEE CROSS SECTIONS 

PAVEMENT EDGE TREATMENT TO BE USED WHEN PAVED SHOULDER

J***J ***

OUT ACROSS THE EXISTING PAVED SHOULDER.

IN A LIP AT THE EDGE OF PAVEMENT SHOULD BE FEATHERED 

AREAS WHERE THE CROSS-SLOPE CORRECTION RESULTS 

TURN LANE SLOPE SHALL NOT EXCEED 4%

THE ALGEBRAIC DIFFERENCE IN TRAVEL LANE SLOPE AND

SHOULDER SLOPE SHALL NOT EXCEED 8%.

THE ALGEBRAIC DIFFERENCE IN TRAVEL LANE SLOPE AND
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