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MULTIPLE PIPE CULVERT SPACING TRENCH CONSTRUCTION FOR STORM DRAIN.
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NOTE: THE PIPE SHALL BE BEDDED TO LINE AND GRADE IN A FIRM FOUNDATION SHAPED TC FIT
THE LOWER PART OF THE PIPE EXTERIOR. WHERE ROCK EXISTS, EXCAVATE AND BACKFILL WITH
COMPRESSABLE MATERIAL (UNCLASSIFIED EXCAVATION) A MINMUM OF &° BELOW THE PIPE.
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DETAIL SHOWING MINIMUM COVER FOR PIPE CULVERTS

PAVING OR BASE PROFILE GRADE PLANE OF S.E.

NOTE:
l. FOR FILL HEIGHT TABLES SEE SHEET 2 OF 3 AND SHEET 3 OF 3.

2. ONLY ONE CLASS OR THICKNESS OF PIPE WILL BE SPECIFIED
FOR EACH INDIVIDUAL LOCATION. THE CLASS OR THICKNESS
WILL BE DETERMINED BY THE MAXIMUM HEIGHT OF FILL.

3. PIPE IS DESIGNED IN ACCORDANCE WITH AASHTO LRFD BRIDGE DESIGN
SPECIFICATIONS, SEVENTH EDITION, 2014
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