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SHEET NO.PROJECT NUMBER TOTAL SHEETSSTATE

Design File and Plot Substitution information

1% OR GREATER.

IS AT A SLOPE OF

STORM DRAIN UNDER PAVEMENT

OPERATION TO VERIFY EXISTING

SHOULDER RECONSTRUCTION

JUNCTION BOX DURING OUTSIDE

ELEVATIONS OF EXISTING BLIND

CONTRACTOR TO VERIFY INVERT

1145.50

INV OUT

EXISTING

HT: 4.78’

INV OUT 1183.43

TOP 1187.71

GA STD. 9031-S

PROPOSED MEDIAN INLET

STA 761+75, 0’ RT.

47.0

HT: 4.56’

INV OUT 1178.52

TOP 1182.58

GA STD. 9031-S

PROPOSED MEDIAN INLET

STA 766+28, 0.95’ LT.

47.1

HT: 5.35’

INV OUT 1172.30

TOP 1177.15

GA STD. 9031-S

PROPOSED MEDIAN INLET

STA 771+20, 1.76’ LT.

47.2

HT: 5.48’

INV OUT 1162.08

TOP 1167.14

GA STD. 9031-S

PROPOSED MEDIAN INLET

STA 786+19, 2.20’ LT.

47.4

HT: 4.74’

INV OUT 1167.17

TOP 1171.41

GA STD. 9031-S

PROPOSED MEDIAN INLET

STA 776+27, 0.88’ LT.

47.3

PROPOSED GRADE LINE

PROPOSED GRADE LINE

EXISTING GROUND LINE

HGL

HGL

EXISTING GROUND LINE

453 LF @ 1.10%

PROPOSED

18" RCP STORM DRAIN 

490 LF @ 1.30%

PROPOSED

18" RCP STORM DRAIN 

503 LF @ 1.00%

PROPOSED

18" RCP STORM DRAIN 

560 LF @ 0.90%

PROPOSED

24" RCP STORM DRAIN 

EXIST @ 1.00%

24" STORM DRAIN 

EXIST @ 24.70%

24" CMP 




