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SUMMARY OF QUANTTTITES - ROADWAY

NH500-0002-00(86/ )

DRIVEWAY CONCRETE, 6 IN.

CONCRETE RIGHT- OF- WAY MARKERS

TRAFFIC CONTROL

NHS00-0002-00(861) LUMP SUM

GRADING COMPLETE

NHS00-0002-00(861) LUMP SUM

FIELD ENGINEER'S OFFICE- TYPE 3
153-1300

(RESIDENTIAL)
441-0016

S0. YD. 272

DRIVEWAY CONCRETE. 8 IN.

(COMMERC1AL)
441-0018

S0. YD. 267

CONC. VALLEY GUTTER, 6 IN.

(RESIDENTIAL)
441-4020

270 S0 YD

GA. STD. 9003

TOTAL

67 EA

AGGREGATE SURFACE COURSE

AS REQUIRED 1282 TONS

FOR USE IN INCLEMENT WEATHER TO FACILITATE THE MOVEMENT
OF LOCAL TRAFFIC ALONG ROADWAY CONSTRUCTION AND TO PERUIT
INGRESS & EGRESS AT DRIVES. WHEN USED FOR THIS PURPOSE .
SECTION 318 OF GEORGIA STANDARD SPECIFICATIONS 1S MODIFIED
TO PERUIT TRUCK DUMPING ON UNPAVED AND MUDDY SUBGRADE .

THE CONTRACTOR WILL HAVE THE CHOICE OF THE FOLLOWING

MATERIALS

GRADED AGGREGATE - ART. 815.01
COARSE AGGREGATE - SIZE - 467 - ART. 800.01

STABILIZER AGGREGATE - TYPE | OR 2 - SECT. 803
ALL MATERIALS TO BE USED AS DIRECTED BY THE ENGINEER .

SURFACING QUANTITIES

I TEMS UNIT | NORMAL

RECYCLED ASPH CONC. 12.5 MM SUPERPAVE, GPf OR 2, INCL BITUM MATL & H LIME T~ 6308
RECYCLED ASPH CONC. 19 MM SUPERPAVE, GPI! OR 2, INCL BITUM MATL & H LIME ™™ 2206
RECYCLED ASPH CONC 25MM SUPERPAVE, GPI OR 2, INCL BITUM MATL & H LIME ™~ 2863
RECYCLED ASPH CONC LEVELING, INCL BITUM MATL & H LINE ™™ 13262
GRADED AGGREGATED BASE CRS, 10 INCH, INCL MATL sY {7353
GRADED AGGREGATED BASE CRS, 6 [NCH, INCL MATL sY 1942
BITUM TACK COAT GL 11370
MILL ASPH CONC PVMT, VARIABLE DEPTH SY 5112
CLASS B CONCRETE BASE, OR PAVEMENT WIDENING cY 564

CONC. VALLEY GUTTER, 8 IN.

(COMMERCIAL)
441-4030

O

1579 S0 YD
CONCRETE SPILLWAY, TYPE 4 (GA.STD. 9013)

441-0304

CONC. SLOPE DRAIN
441-0050

S0. YARDS

STA 75+19. 50 . 11.0
STA 75+76.00 . 16.0
STA 77+85.00 . 8.0
TOTAL . 35. 0

LOCATION

CONCRETE SIDEWALK
5’ WIDE (4" THICK)
441-0104

QDIO|Q|OO| QOO

SQ. YD.

CONCRETE CURB AND GUTTER

GA. STD.
9032-B

TYPE 2

6°X30"
LIN FT. SAWED JOINTS IN EXISTING PAVEMENTS-
STA. I13+15.53 to STA 81+22.69 |LT| 7572 PCC

STA. 14+38. 14 tfo STA. 77+45.71 |RT| 7189 444- 1000
STA.77+46 to STA.86+20 Wedlan

LOCAT ION

1049 LF

TOTAL

CONCRETE MEDIAN, 6 IN.
STD. 90328

STATION TO STATION
STA 25+45 LT S.R. 40 @ N. GROVE BLVD
STA 27+24 RT S.R. 40 @ S. GROVE BLVD
STA 81+85 LT S.R. 40 © ECONO LODGE
STA 83+92.73 TO 86+20. 00 MEDIAN

TOTAL

PVMT REINFORCING FABRIC STRIPS,
TP 2, 18 IN WIDTH, INCL BITUM BINDER
446-1100

TOTAL (LF)

STATE OF GEORG/A
DEPARTMENT OF TRANSPORTAT /ON

REVISION DATES

GEORGIA

OFF/CE:DISTRICT 5 ROAD DES/GN

DEPARTMENT
OF

SUMMARY OF QUANTITIES

TRANSPORTATION

S.R. 40 / EAST KING ST. TG
CAMDEN COUNTY 06-001
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