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Clark Patterson Lee
DESIGN PROFESSIONALS

www.clarkpatterson.com>>

FAX (770) 831-9243

TEL (800) 274-9000

SUWANEE, GEORGIA 30024

350 TOWN CENTER AVE, SUITE 201 SANDERSVILLE/TENNILLE-WASHINGTON CO.
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0006463

001

CL

4:1
4:1

GADOT
LOWNDES

0'-0" To 28'-0"EXISTING PAVEMENT EXISTING PAVEMENT

VARIES

Profile Grade

EXIST SE EXIST SE

12'-0"

Travel Lane Travel Lane

12'-0"

2:
1 

MAX

2:1 MAX

2% 2%

2:
1 

MAX

2:1 MAX

5'-0"2'-0"

2'-6"

Sidewalk

10'-0"

Shoulder

5'-0"

Sidewalk

2'-0"

2'-6"

10'-0"

Shoulder

CL

GADOT
LOWNDES

A

B

C

D

A

G

F

D
E

EXISTING PAVEMENT

A

B

C

D

E

F

G

ASPHALTIC CONCRETE 12.0 mm, SUPERPAVE, 1.5"

ASPHALTIC CONCRETE 19.0 mm, SUPERPAVE, 2.0"

ASPHALTIC CONCRETE 25.0 mm, SUPERPAVE, 4.0"

GRADED AGGREGRATE BASE, 10"

ASPHALTIC CONCRETE LEVELING, AS REQ'D

8"X30" CONC., CURB & GUTTER, GA. STD. 9032 B, TYPE 2

5' CONCRETE SIDEWALK 4" THICK
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     AT SR 24(FLF) AND LINTON ROAD

NOTE: SEE PLANS FOR OVERLAY LIMITS

INT #2: S.R. 24(FLF) AT DEEPSTEP ROAD

INT #1: S.R. 24(FLF) AT S.R. 15 AND 

TYPICAL SECTION

INT #4: McCARTY STREET

TYPICAL SECTION


