
E

E

A

B

C

D

A

B
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D

G

F

A

A

6%**

LC

FOR WALL AND BARRIER LOCATION

SEE PLANS & CROSS SECTIONS

1% 

3’-6"

4:1
6%6%

4:1

3’-6"

GRADE

PROFILE

EXISTING PAVEMENT

4:1

GRADE

PROFILE

EXISTING PAVEMENT

6%

6’-6" 3’-6"

SEE GA.DETAIL P-7

SAFETY EDGE,

20’ 

SEE GA.DETAIL P-7

SAFETY EDGE,

4:1

2:1
 MAX

4’

6%2% MAX

6’-6"

VARIES 0’ TO 36’

EXISTING PVMT. OVERLAY

6%

GRADE

PROFILE

3’-6"

SEE GA.DETAIL P-7

SAFETY EDGE,

6%

2’-6"

SEE PLAN FOR LOCATION

SHOULDER DETAIL FOR GUARDRAIL

3" GAP

AND TYPE 1 ANCHORAGE
SHOULDER GRADED FOR GUARDRAIL 

SHOULDER GRADED FOR TYPE 12  ANCHORAGE

TO FACE OF GUARDRAIL

X+2 FEET

X+5’-6"

X+8’-6"

ASPH CURB NOT TO BE 

ANCHORS

X

NORMAL SHOULDER

FLATTER
10:1  OR 

6" ASPHALT CONC. CURB

SLOPE 4:1 MIN

2: 1  MAX

SEALANT REQ’D

AROUND GAURDRAIL

POSTS

SAME AS TYPICAL SECTION 

SAME AS TYPICAL SECTION 

A

B

B

A

6%

4’

S
T

A
.
 
1
0
4
+
0
0
 
T

O
 
S
T

A
.
 
1
0
7
+
0
0

SEE GA.DETAIL P-7

SAFETY EDGE,

SEE GA.DETAIL P-7

SAFETY EDGE,

4:1 TO 2:1

VARIES 

SLOPE CUT FILL

SLOPE  CONTROLS

4:1

2:1 OVER 10’

0-10’

ALL

NOT TO SCALE

2:1 

10’ TO 14’

VARIES

TRAVEL LANE

12’ TO 14’

VARIES 

TRAVEL LANE

15’ TO 16’

VARIES
TRAVEL LANE

12’

TRAVEL LANE

12’ 

LC

LC

A

B

C

D

TRAVEL LANE

12’

SHOULDER

10’

E

G

*

0’ TO 12’

VARIES

TRAVEL LANE

12’ TO 16’

VARIES 

STA. 101+00 TO STA. 101+55

EXTENT OF MILLING AND INLAY 

PLACED BEHIND GAURDRAIL

ROADWAY

TYP
12" +/- 

3’-6"

4:1
6%

6%

4:1

3’-6"

GRADE

PROFILE

EXISTING PAVEMENT

SEE GA.DETAIL P-7

SAFETY EDGE,

* *

SEE GA.DETAIL P-7

SAFETY EDGE,

10’ TO 14’

VARIES

TRAVEL LANE

12’ TO 14’

VARIES 

TRAVEL LANE

15’ TO 16’

VARIESLC

SLOPE = RATE OF S.E.

2% 2%

**

RATES AND TRANSITIONS.

SEE ROADWAY PLANS AND FOR SUPERELEVATION 

OR SUPERELEVATION RATE, WHICHEVER IS GREATER.

LOW-SIDE SHOULDER TO SLOPE AT NORMAL RATE 

8%. MINIMUM SHOULDER SLOPE TO BE 2%.

SLOPE AND SHOULDER SLOPE SHALL NOT EXCEED 

HOWEVER, THE ALGEBRAIC DIFFERENCE IN PAVING 

HIGH-SIDE SHOULDER TO SLOPE AT NORMAL RATE, 

**

4:1

GRADE

PROFILE

EXISTING PAVEMENT

6%

6’-6" 3’-6"

SEE GA.DETAIL P-7

SAFETY EDGE,

20’ 

4:1

2:1
 MAX

4’

6%
2% MAX

6’-6"

VARIES 0’ TO 36’

EXISTING PVMT. OVERLAY

6%* *

4’

SEE GA.DETAIL P-7

SAFETY EDGE, 2:1 

TRAVEL LANE

12’ 

LC

SHOULDER

10’

E

G

0’ TO 12’

VARIES

TRAVEL LANE

12’ TO 16’

VARIES 

STA. 102+50 TO STA. 108+00

SR 49

TANGENT SECTION

TS-2A

SR 49

SUPERELEVATED SECTION

TS-2B

2% 2%

0’ to 16’

VARIES

SLOPE = RATE OF S.E.

0’ to 16’

VARIES

SEE GA.DETAIL S-8

MILLED RUMBLE STRIPS,

SEE GA.DETAIL S-8

MILLED RUMBLE STRIPS,

SEE GA.DETAIL S-8

MILLED RUMBLE STRIPS,
SEE GA.DETAIL S-8

MILLED RUMBLE STRIPS,

S
T
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.
 
1
0
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+
0
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S
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A
.
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+
0
0

SEE GA.DETAIL S-8

MILLED RUMBLE STRIPS,

**

GRASS

5’

GRASS

5’

SHOULDER

6’ TO 9’

VARIES

6%

AND CURB AND GUTTER

LOCATION OF GUARDRAIL

SEE ROADWAY PLANS FOR 

STA. 111+00 TO STA. 115+09

SR 49

SUPERELEVATED SECTION

TS-4

4:1

**

SLOPE = RATE OF S.E.

STA. 101+00 TO STA. 102+50

OVERLAY SR 49

TANGENT SECTION 

TS-1A

OVERLAY SR 49

SUPERELEVATED SECTION 

TS-1B

GRADE

PROFILE

6%

6’-6" 3’-6"

SEE GA.DETAIL P-7

SAFETY EDGE,

20’ 

6%2% MAX

6’-6"

6%

SEE GA.DETAIL P-7

SAFETY EDGE,

TRAVEL LANE

12’ 

LC

A

B

C

D

SHOULDER

10’

G

TRAVEL LANE

12’ TO 16’

VARIES 

GRADE

PROFILE

6%

6’-6" 3’-6"

SEE GA.DETAIL P-7

SAFETY EDGE,

20’ 

6%
2% MAX

6’-6"

6%* *

SEE GA.DETAIL P-7

SAFETY EDGE,

TRAVEL LANE

12’ 

LC

A

B

C

D

SHOULDER

10’

G

TRAVEL LANE

12’ TO 16’

VARIES 

STA. 108+00 TO STA. 111+00

SR 49

TANGENT SECTION

TS-3A

SR 49

SUPERELEVATED SECTION

TS-3B

2% 2%

SEE GA.DETAIL S-8

MILLED RUMBLE STRIPS,

SEE GA.DETAIL S-8

MILLED RUMBLE STRIPS,

SEE GA.DETAIL S-8

MILLED RUMBLE STRIPS, SEE GA.DETAIL S-8

MILLED RUMBLE STRIPS,

GRASS

5’

GRASS

5’

**

SHOULDER

10’

6’-6"

G  CONC SIDEWALK, 4"

F  CONC CURB AND GUTTER, TP 2 - 8", W/ 6" SUBGRADE EXTENSION, 30 IN WIDE

E  ASPHALTIC CONCRETE LEVELING, AS REQ’D

D  GRADED AGGEGATE BASE CRS, INCL MATL, 14 IN

C  RECYCLED ASPH CONC 25 MM SUPERPAVE, GP 1 OR 2, INCL BITUM MATL & H LIME (660 LB/SY)

B  RECYCLED ASPH CONC 19 MM SUPERPAVE, GP 1 OR 2, INCL BITUM MATL & H LIME (220 LB/SY)

A  RECYCLED ASPH CONC 12.5 MM SUPERPAVE, GP 2 ONLY, INCL BITUM MATL & H LIME (165 LB/SY)

XP

SHOULDER
PAVED

J

J GRADED AGGREGATE BASE CRS, INCL MATL, 6 IN

RATE OF S.E.

SLOPE = 

6’ TO 14’

VARIES

6’ TO 14’

VARIES

0’ TO 6’

VARIES

0’ TO 6’

VARIES

5’-6"

SHOULDER

22’

5’

4:1

8’-3" TO 41’-6"

VARIES4’

4:14:1

8’-3" TO 41’-6"

VARIES4’

6%

5’-6"

SHOULDER

22’

5’

5’

SHOULDER

22’

5’-6"

4:1 4:1

6%

0’ TO 8’-3" 

VARIES
0’ TO 4’

VARIES

0’ TO 4’

VARIES

0’ TO 8’-3" 

VARIES

5’-6" 5’

SHOULDER

22’

6%

4:14:1

VARIES
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SR 49 OVER NORFOLK SOUTHERN RR

0010412

DISTRICT 3

0001
 

SEE GA.DETAIL S-8

MILLED RUMBLE STRIPS,


