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DETAIL P-7

(A RECYCLED ASPH CONC 12.5 MM SUPERPAVE, GP 2 ONLY,

s

75-10

SUPERELEVATED SECTION

CHAPMAN ROAD
STA. 208+50 T0 STA. 211+30

\SAFETY EDGE,

SEE GA.DETAIL P-7

2'-0"

INCL BITUM MATL & H LIME (165 LB/SY)

RECYCLED ASPH CONC 19 MM SUPERPAVE, GP | OR 2, INCL BITUM MATL & H LIME (220 LB/SY)
(@ RECYCLED ASPH CONC 25 MM SUPERPAVE, GP | OR 2. INCL BITUM MATL & H LIME (330 LB/SY)
(D GRADED AGGEGATE BASE CRS, INCL MATL, 8 IN

TYPICAL SECTION DETAIL TO BE USED WHEN
EXISTING PAVEMENT IS TO BE RESURFACED WITH

TWO INCHES OR MORE OF ASPHALTIC CONCRETE
PAVEMENT REINFORCEMENT FABRIC 18" WIDE, CENTERED ON JOINT

STAGGER VERTICAL JOINT ONE
FOOT THIS LAYER

/T

SURFACE MIX
ASPHALTIC CONCRETE 19 mm SUPERPAVE

ASPHALTIC CONCRETE 25 mm SUPERPAVE

EXISTING

TYPICAL SECTION DETAIL TO BE USED WHEN
EXISTING PAVEMENT IS TO BE RESURFACED WITH
LESS THAN TWO INCHES OF ASPHALTIC CONCRETE

PAVEMENT REINFORCEMENT FABRIC 18" WIDE

SURFACE MIX

ASPHALTIC CONCRETE 19 mm SUPERPAVE
[ /—ASPHALTIC CONCRETE, 25 mm SUPERPAVE

]

~

EXISTING

/
14
o0 o©

.

MILL EXISTING LANE ONE FOOT WIDE -

TO DEPTH OF ADJOINING LAYER TO
BE PLACED. COST OF MILLING FOR THIS WORK

TO BE INCLUDED IN THE UNIT PRICE BID FOR
PAVEMENT REINFORCING FABRIC.
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