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SEALANT REQUIRED FOR GUARDRAIL POSTS

SHOULDER DETAIL FOR GUARDRAIL

SEE PLAN FOR LOCATION
SEE GA STD 4388 FOR DETAILS
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TYPICAL SECTION DETAIL TO BE USED WHEN
EXISTING PAVEMENT IS TO BE RESURFACED WITH
LESS THAN TWO INCHES OF ASPHALTIC CONCRETE
PAVEMENT RENFORCEMENT FABRIC 18” WIDE
SURFACE MIX PY
SPHALTIC CONCRETE 19 mm SUPERPAVE
/_‘ /—ASPHALTIC CONCRETE, 25 mm SUPERPAVE Q
/‘ — ’ _ " ’ _ » ’ " ’ X ’ M ’ » ’ "
T Kj" 25057 o S0l 2 _ 12'-00 o 6'-00 B 12'-00 o 12°-00 | 67-00" _|_12°-00" 4'-00
_______________ ° -OOO°oOoé°odoo CR
MILL EXISTING LANE ONE FOOT WIDE - \ Profille Grade
TO DEPTH OF ADJOINING LAYER TO —
BE PLACED. COST OF MILLING FOR THIS WORK A RATE OF SE 0
TO BE INCLUDED IN THE UNIT PRICE BID FOR A\ =
PAVEMENT REINFORCING FABRIC, oo CENTERED < /\ /\/ \\/ \/ \/ \/ \/ \/ < (
ON JOINT R \ @
TYPICAL SECTION DETAIL TO BE USED WHEN v SAFETY EDGE SAFETY EDGE
EXISTING PAVEMENT IS TO BE RESURFACED WITH GDOT CONST.DETAIL P7T GDOT CONST.DETAIL P7
TWO INCHES OR MORE OF ASPHALTIC CONCRETE ©
STAGGER VERTICAL JOINT ONE PAVEMENT REINFORCEMENT FABRIC 18" WIDE, CENTERED ON JOINT
FOOT THIS LAYER SURFACE MIX ®
\ S'jﬂ':fplf:':ﬁfTEOEC::TES”::R:;“SUPERPM THIS SECTION APPLIES FOR STA. 200400 TO STA. 202+44 (CO.RD. 24)
___________ == > (CO RD 24)
< EXISTING © 0 9¢%, o o- © P
s S O8G0 020 0Q0°. T
__________________ o0 . o o C).C”’CD‘D °* “0e g,d'o'ﬂ
REOUIRED PAVEMENT:
(A) 135 LBS/S0. YD. RECYCLED ASPHALTIC CONC.9.5 mm SUPERPAVE, TYPE II, BLEND 1, INCL BITUM MATL & H LIME
Roadway 16'-06" 220 LBS/SQ. YD. RECYCLED ASPHALTIC CONC 19 mm SUPERPAVE, GP 1 OR 2, INCL BITUM MATL & H L IME
HOULDER GRADED FOR TP 12 ANCH0R>I (© 440 LBS/S0.YD. RECYCLED ASPHALTIC CONC 25 mm SUPERPAVE, GP 1 OR 2, INCL BITUM MATL & H LIME
137-06" (D) GRADED AGGREGATE BASE, 12*
[ SHLD. GRADED FOR GUARD|RAIL (E) GRADED AGGREGATE BASE, 6
STRATEE ONE ANCHOR AND (F) ASPHALTIC CONCRETE LEVEL ING, AS REG'D.
L o DRIVEWAY TYPICAL SECTTON
TO FACE OF OUARDRAIL
0 pomar] € , ,
ePI SHOULDER 2’ SHLDR 2’ SHLDR
- | | VAR ABLE
Z /Z \ 7 2 1&
XP - NORMAL SHOULDER/ / — 6: | \lf | 5/
TYPICAL SECTIO
ICAL 10N
FOR BASE / PAVING - Yi.0 FT min. =

NOTE: ALL DRIVES SHOULD BE PAVED TO THE
R/W LINE OR THE TIE IN POINT
WHICHEVER IS GREATER.

CONCRETE DRIVEWAYS

RESIDENTIAL DRIVES - 4" CONCRETE

SAFETY SLOPE END SECT/ON

RESIDENT I AL DRIVEWAYS
ASPHALT DRIVES WILL BE PAVED WITH THE FOLLOWING:
135 Ibs/yd < RECYC. ASPH, CONC. 9.5 mm SUPERPAVE
220 Ibs/ydZ RECYC. ASPH. CONC. 19 mm SUPERPAVE

6 INCHES OF GRADED AGGREGATE BASE
COMMERC I AL DRIVEWAYS

ASPHALT DRIVES WILL BE PAVED WITH THE FOLLOWING:
135 Ibs/yd < RECYC., ASPH, CONC. 9.5 mm SUPERPAVE
440 Ibs/yd 2 RECYC. ASPH, CONC. 19 mm SUPERPAVE

10 INCHES OF GRADED AGGREGATE BASE
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