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PRACT | CE
CODE STD OR DETAIL DETAIL DESCRIPT[ON
SPEC. SECT.
ORANGE BARRIER FENCE DELINEATES ENVIRONMENTALLY SENSITIVE AREAS
WHERE THE CONTRACTOR SHALL NOT CLEAR, GRUB, OR PLACE CONSTRUCTION
ORANGE A WATERIALS OR EQUIPMENT WITHIN THIS AREA.
BARRIER B
FENCE
° ®
ORANGE BARRIER FENCE
AN ENV |RONMENTALLY SENSITIVE AREA (ESA) CONTAINS RESOURCES THAT ARE
ENVIRONMENTALLY, CULTURALLY, OR HISTORICALLY SENSITIVE. ESAs
U I ROMVENTALLY INCLUDE, BUT ARE NOT LIMITED TO: STATE WATER BUFFERS, HISTORIC
A SOMVENT AL SITES, ARCHAEOLOGICAL SITES, AND PROTECTED ANIMAL AND PLANT SPECIES
HABITATS.
FSA IF WORK S AUTHORIZED IN THIS AREA, THE WORK MUST BE PERFORMED IN
ACCORDANCE WITH SECTION 07 AND ANY OTHER APPLICABLE SPECIAL
LINE CODE PROVISIONS AND APPLICABLE PLAN NOTES.
A A A A A
ESA-25'(OR 50 )STREAM BUFFER, ETC.
A STRIP OF UNDISTURBED ORIGINAL VEGETATION, ENHANCED OR RESTORED
EXISTING VEGETATION, OR THE RE-ESTABLISHMENT OF VEGETATION
SURROUNDING AN AREA OF DISTURBANCE OR BORDERING STREAMS, PONDS,
BUFFER ZONE WETLANDS, LAKES, AND COASTAL WATERS.
WHEN NECESSARY, BUFFER ZONES ARE TO BE PROTECTED BY ORANGE BARRIER
Bf FENCE.
SYMBOL
Bf
THIS IS AN APPLICATION OF STRAW MULCH USED TO REDUCE SO/L ER0SION
MULCH AND STABILIZE THE SOIL. IT IS USED TO CONTROL EROSION IN AREAS
s VHERE PERMANENT VEGETATION S OUT OF SEASON OR TO TEWPORARILY
%%§§§§£§§§§§§;§§§;g£§§§§jj STABILIZE AREAS PRIOR TO FINAL GRADING.
SECTION 163 Egg§;§§§%§§§§§§§§%f§§§* MULCHING REQUIREMENTS ARE ADDRESSED BY STANDARD SPECIFICATIONS
Ds | sy s> | MD/OR THE PROJECT ENGINEER.
SYMBOL THE BMP SYMBOL FOR APPLICABLE AREAS AND/OR A NOTE SHALL BE INCLUDED
ON APPLICABLE SHEETS IN SECTION 54,
Ds |
TEWPORARY THE SOWING OF A QUICK GROWING SPECIES OF GRASS SUITABLE TO THE AREA
eyl v v Yuww v | AND SEASON.  IT IS TYPICALLY USED TO CONTROL EROSION IN AREAS
P RO | LONGER THAN MULCHING 1S EXPECTED TO LAST.
Y \V\V\V v ~
DT | TEMPORARY GRASSING SHOULD BE USED ON ALL PROJECTS ACCORDING TO THE
WIS | STANDARD SPECIFICATIONS.
Do SECTION 163,700 A AROEE
§ THE BMP SYMBOL FOR APPLICABLE AREAS AND/OR A NOTE SHALL BE INCLUDED
SYMBOL ON APPLICABLE SHEETS IN SECTION 54,
Ds2

—r— BEXSDDE—=
PRACT | CE
CODE STD OR DETAIL DETAIL DESCRIPTON
SPEC. SECT.
PERWANENT THE SOWING OF PERMANENT VEGETATION, SUCH AS GRASS, SUITABLE TO THE
GRASS /NG NP v W'w~v‘v vV AREA AND SEASON.
VP TN v ey
GVF NI NNV, | PERMANENT VEGETATION SHALL BE USED ON ALL PROJECTS ACCORDING TO THE
wﬂ;tviaﬁyxi;g1;x3$ STANDARD SPECIFICATION.
Y Y N Y
Ne3 SECTION 700 VYNNI Y THE BMP SYMBOL FOR APPLICABLE AREAS AND/OR A NOTE SHALL BE INCLUDED
5 ON APPLICABLE SHEETS I[N SECTION 54.
SYMBOL
Ds3
SODDI NG prronmmsssnaiegramsstreiiomy. | THE INSTALLATION OF A SPECIES OF GRASS SODDING SUITABLE TO THE AREA
A S kh AND SEASON TO PROVIDE IMMEDIATE PERMANENT VEGETATION.
CONSTRUCT 10N w 4w L | SODDING MAY BE SHOWN FOR HIGHLY SENSITIVE AREAS, TO IMPROVE
premebrsigobsasigs | AESTHETICS, OR FOR SPECIAL PLANTING REQU/REMENTS ON THE BASIS OF
DETAIL D-54 b, ™ 4wt | ENVIRONMENTAL COMMITMENTS OR LANDSCAPING REQUIREMENTS.
D4 SECTION 700, 890 | Frsmimmtodstrtirbusmisominsmtmnn
S THE BMP PATTERN FOR APPLICABLE AREAS AND/OR A NOTE SHALL BE
PATTERN INCLUDED ON APPLICABLE SHEETS IN SECTION 54.
XX XK X >
<7\ L '>/<\,
XY Ds4 (OX
f:zfz\/\’\/\/"v/\’::"
FLOCCULANTS AND COAGULANTS ARE USED TO SETTLE SUSPENDED SEDIMENT,
FLOCCULANTS HEAVY METALS, AND HYDROCARBONS (TSS) [N SLOW MOVING RUNOFF FROM
COAGULANTS CONSTRUCTION SITES FOR WATER CLARIFICAT/ON.
SECTION 163, 700, ANIONIC POLYACRYLAMIDES (PAM) MAY BE USED IN CONJUNCTION WITH BMPs
895 WITHIN CHANNELS UPSTREAM OF A POST-CONSTRUCTION POND, TEMPORARY
Fl-C SEDIMENT BASIN, OR TEMPORARY SEDIMENT TRAP. FLOCCULANTS SHALL NOT
0 — BE USED DOWNSTREAM OF AFOREMENT/ONED BMPs!
FLOCCULANTS/COAGULANTS ARE TO BE SHOWN ON PLANS WITH APPLICABLE
BMP |F NEEDED. PAYMENT FOR PAM AS A FLOCCULANT WILL BE INCLUDED IN
FI-Co THE PRICE FOR THE INSTALLATION AND/OR MAINTENANCE OF THE BMP IT IS
USED [N CONJUNCTION WITH. NO SEPARATE PAYMENT WILL BE MADE.
POLYACRY LAM| DE
STREMIBANK STREAMBANK STABILIZATION [S THE USE OF READILY AVAILABLE NATIVE
STABIL I ZAT I ON PLANT MATERIALS TO MAINTAIN AND ENHANCE STREAMBANKS, OR TO PREVENT,
OR RESTORE AND REPAIR SMALL STREAMBANK EROSION PROBLEMS.
STREAMBANK STABILIZATION AREAS SHOULD BE SHOWN ON THE PLANS WHEN
SECTION 702 - APPLICABLE TO THE PROJECT. REFER TO THE PROJECT’S STREAM AND
Sh e STREAM BUFFER MITIGATION PLANS FOR PLANT SPECIES, LOCATIONS, AND
OTHER PLANTING DETAILS.
PATTERN
<\;{/\,\\:\A><,>(,>( ’\/\>\f
OX] Sh [DOX
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NOTE :

. DO NOT USE EROSION CONTROL ITEMS IN A FLOWING STREAM OR IN A TIDAL AREA BELOW HIGH TIDE.

2. FOR ADDITIONAL INFORMATION ON THE DESIGN AND APPLICATION OF EROSION AND SEDIMENT CONTROL BEST MANAGEMENT PRACTICES (BMPs),
gg;;ﬁOIOILHgEégggjf EDITION OF THE GEORGIA SOIL AND WATER CONSERVATION COMMISSION’S, *MANUAL FOR EROSION AND SEDIMENT
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